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FOREWORD

NASA experience has indicated a need for uniform criteria for the design of space vehicles.
Accordingly, criteria are being developed in the following areas of fechnology:

Environment
Structures

Guidance and Control
Chemical Propulsion

Individual components of this work will be issued as separate monographs as soon as they
are completed. This document, part of the series on Chemical Propulsion, is one such
monograph. A list of all monographs issued prior to this one can be found on the final pages
of this document.

These monographs are to be regarded as guides to design and not as NASA requirements,
except as may be specified in formal project specifications. It is expected, however, that
these documents, revised as experience may indicate to be desirable, eventually will provide
uniform design practices for NASA space vehicles.

This monograph, “Liquid Rocket Engine Axial-Flow Turbopumps™, was prepared under the
direction of Howard W. Douglass, Chief, Design Criteria Office, Lewis Research Center;
project management was by Harold W. Schmidt. The monograph was written by D. D.
Scheer of the Lewis Research Center; M. C. Huppert* of Rocketdyne Division, Rockwell
International Corporation; and F. Viteri and J. Farquhar®** of Aerojet Liquid Rocket
Company. The monograph was edited by Russell B. Keller, Jr. of Lewis. To assure fechnical
accuracy of this document, scientists and engineers throughout the technical community
participated in interviews, consultations, and critical review of the text. In particular, Austin
King of Rocketdyne Division, Rockwell International Corporation; D. M. Sandercock of the
Lewis Research Center; and W. W. Wilcox of NASA Headquarters individually and
collectively reviewed the monograph in detail.

Comments concerning the technical content of this monograph will be welcomed by the
National Aeronautics and Space Administration, Lewis Research Center (Design Criteria

Office), Cleveland, Ohio 44135,

April 1978

*Ctzrremiiy with Aerojet Liquid Rocket Co.
“Curieathf with Westinghouse Electric Corp.




GUIDE TO THE USE OF THIS MONOGRAPH

The purpose of this monograph is to organize and present, for effective use in design, the
significant experience and knowledge accumulated in development and operational
programs to date. It reviews and assesses current design practices, and from them establishes
firm guidance for achieving greater consistency in design, increased reliability in the end
product, and greater efficiency in the design effort. The monograph is organized into two
major sections that are preceded by a brief introduction and complemented by a set of
references.

The State of the Art, section 2, reviews and discusses the total design problem, and
identifies which design elements are involved in successful design. It describes succinctly the
current technology pertaining to these elements. When detailed information is required, the
best available references are cited. This section serves as a survey of the subject that provides
background material and prepares a proper technological base for the Design Criteria and
Recommended Practices.

The Design Criteria, shown in italics in section 3, state clearly and briefly what rule, guide,
limitation, or standard must be imposed on each essential design element to assure
successful design. The Design Criteria can serve effectively as a checklist of rules for the
project manager to use in guiding a design or in assessing its adequacy.

The Recommended Practices, also in section 3, state how to satisfy each of the criferia.
Whenever possible, the best procedure is described; when this cannot be done concisely,
appropriate references are provided. The Recommended Practices, in conjunction with the
Design Criteria, provide positive guidance to the practicing designer on how to achieve
successful design. '

Both sections have been organized into decimally numbered subsections so that the subjects
within similarly numbered subsections correspond from section to section. The format for
the Contents displays this continuity of subject in such a way that a particular aspect of
design can be followed through both sections as a discrete subject.

The design criteria monograph is not intended to be a design handbook, a set of
specifications, or a design manual. It is a summary and a systematic ordering of the large and
loosely organized body of existing successful design techniques and practices. Its value and
its merit should be judged on how effectively it makes that material available to and useful
to the designer.
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LIQUID ROCKET ENGINE
AXIAL-FLOW TURBOPUMPS

1. INTRODUCTION

An axial-flow pump consists of a set of disks or a cylinder, carrying airfoil-shaped blades on
the periphery, that rotates at high speed within a casing or housing that contains sets of
fixed blades (stator vanes) positioned between the rotor blades; small clearances at the blade
tips and between rotor blades and stator vanes are maintained under all operating
conditions. The pumped fluid flows nearly parallel with the pump shaft, and headrise is
produced by summation of increases of pressure produced as the fluid traverses each set
(stage) of rotor blades and stator vanes. A centrifugal-flow pump consists of a bladed rotor
(impeller) shaped so that the rotation of the impeller sweeps the pumped fluid roughly 90°
outward from the impeller shaft. This action imparts a high-speed spiral velocity to the
fluid ; much of this velocity is converted to pressure increase (headrise) by the diffuser that
surrounds the impeller and collects the fluid. :

Both axial- and centrifugal-flow pumps have been utilized in rocket-engine propellant-feed
systems. By far, greater use has been made of the centrifugal type, which is well suited for
dense propellants and the pressure/flow requirements of current rocket engines. The use of
liquid hydrogen as a propellant, however, logically led to consideration of the axial-flow
type with its potential higher efficiency, lower weight, and relative ease of staging. In five
instances, axial-flow pumps were designed and carried through various levels of development
and production; one pump (the Mark 15-F) saw extensive operational service on the J-2
engine used on the S-II and S-IVB stages of the Apollo Saturn V vehicle. This monograph is
based on the experience with these five pumps and as such reflects pump technology based
on a relatively small number of configurations, all of which involved liguid hydrogen as the
pumped fluid. In the development of this technology, particularly in the area of
hydrodynamic design and the mechanical design of the blading, extensive use was made of
applicable experience that had been acquired in the design of axial-flow compressors. It is
important to note, however, that no attempt has been made to incorporate in this document
any axial-flow-compressor technology that evolved subsequent to the design of the pumps
discussed herein, even though some of that technology may be useful in the design of
axial-flow pumps. Some of the areas treated in this monograph are applicable to both axial
and centrifugal pumps. In most instances, areas generally applicable to both types of pumps
(primarily volutes) are discussed briefly herein, because the subject matter is covered fully in
the design criteria monograph on centrifugal pumps (ref. 1).




The axial-pump desipn process is directed toward achieving a hydrodynamic and mechanical
design configuration that will meet the requirements of the engine system within the
constraints imposed by other components in the turbopump assembly. Thus, the axial-pump
desien cannot be divorced from the desien of components such as the turbine, inducer,
bearings, and seals In instances where components or systems influence the axial-pump
desipn. appropriate reference is made to other monographs in the Chemical Propulsion
SCTICS.

The hydrodynamic desipn of an axial pump involves basically (1) the selection of
appropriate fluid-velocity diagrams and (2) the design of blading that will achieve fluid
turning per the diagrams with the predicted loss. Major problems in hydrodynamic design
include (1) failure to achieve pump headrise because of improper fluid turning or low
efficiency, and (2) failure to maintain adequate stall margin during transient or steady-state
pump operation. Structural adequacy of the axial pump is achicved by keeping operating
stresses within material limits and by maintaining adequate clearances between rotating and
stationary components. Major problems in structural (mechanical) desien include blade and
vane fatipue  failures, excessive howsing and rotor deflections. and  failure of the
thrust-balance system to keep rotor axial loads within manageable magnitudes.

The monograph begins with a seetion that provides a brief background on the axial-pump
applications and views the pump in terms of the total turbopump assembly. The remaining
sections treat the pump desipn in the order in which a pump designer would proceed. These
sections deal with stage hydrodynamic design, pump rotor assembly, pump stator assembly,
pump materinks for liquid-hydrogen applications, and  safety factors as utilized in
stute-of-the-urt pumps. In ecach of these arcas, the monopraph establishes the basis for
successful axial-flow pump design.

Fad




2, STATE OF THE ART

2.1 OVERALL TURBOPUMP DESIGN

The use of axial-flow pumps in rocket engines has been limited to liquid-hydrogen
applications in which high volumetric flowrate and headrise were required. Additionally, the
relatively narrow operating-range capability of axial pumps has restricted their use to
applications that did not require significant throttling or operation over a wide fixed-speed
flow range. As noted, the state of the art is reflected in five configurations that were
designed and carried through various levels of development and production. Chief design
features of these pumps and their use are tabulated in table I*. Head-vs-flow characteristics
are shown in figure 1; readily apparent are the steep slope of the characteristic curves and
the abrupt drop in head at the stall** points. The choice of an axial pump for the
applications noted in table I was not incisive; a centrifugal pump could have been designed
to deliver the flow at the required discharge pressure. Considerations favoring the axial
pump included potential advantages in efficiency, weight, and packaging (size).
Additionally, in those applications where engine thrust uprating was a design requirement
(e.g., on the.M-1), the axial configuration was favored because of relative simplicity in
adding stages to achieve the necessary uprated condition.

Required operating duration and service life for state-of-the-art axial-flow pumps have been
relatively shori. Design duration for the M-1 pump, for example, was 500 sec, with a service
life (between overhauls) of 10 000 sec. This short life requirement has been a significant
factor in the development of components for the axial-flow pumps discussed in this
monograph.

Cross-sectional and cutaway views of the Mark 15-F and M-1 liquid-hydrogen turbopumps
are presented in figures 2 and 3, respectively. In general, configurations of the other
axial-flow turbopumps are similar to the two shown; i.e., an inducer stage with the inducer
stator integral with the front bearing housing, an axial-flow pump assembly that includes a
thrust-balance system, a rear-bearing-housing assembly, and a direct-drive turbine. The
turbines on the Mark 15-F, M-1, and Mark 26 turbopumps were overhung from the rear
bearing, whereas the drives for the Mark 9 and Mark 25 were mounted on separate bearings.

The Mark 9 was the first of the rocket engine axial-flow pumps to be developed. With the
exception of an additional stage, the blading on the Mark 15-F was identical to that utilized
on the Mark 9. The Mark 26, in turn, was an uprated version of the basic Mark 15-F in
which more highly loaded blading was utilized to achieve increased headrise per sfage.

The inducers on axial pumps have been designed to operate at low values of net positive
suction head (NPSH) and to develop sufficient pressure to prevent cavitation in the

*Factogs for converting U.8. customary units to the International System of Units (SI Units) are given in Appendix A,

uTerms, symbols, materials, and abbreviations are defined or identified in Appendix B.

3



Table I. — Chief Design Features of Axial-Flow Liquid-Hydrogen Pumps

Delivered
Pamp flowe, Headrise,* Speed, Number of stages Application
gpm ft tpm
Mark @ 10 230 51 500 A2 RO0 Inducer plus six main stapes Phoebus
{Development)
Mark 15.F 9062 40 300 28 266 Inducer plus seven main stages 1.2 engine
{Opertionaly
Mark 2§ 18 500 62 000 34 000 Tandem inducer plus four main Phuoehus
stages {Development)
Mark 16 9 000 40 000 24 000 Inducer plus seven main stages 12 engine
{Experimentaly
M1 62 300 56 500 13 2258 Inducer plus transition plus M1 engine
cight main stages {Development)

L
Owerall headrive - inducer indet to volute discharge,
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following blade rows (ref. 21 Both roller and ball bearings have been utilived and have been
cooled by the liguid hydrogen: bearing DN values of 2 x 10% are considered state-of-the-art
limits for relatively shortdife pumps (ref. 33 Lubyrinth and shaft-riding seals have been
emploved 1o control infemnal flow, Face-riding and Hift-off seals have been utilized ot the
turbine end of pump to prevent propellunt leakage info the turbine area during static
conditions and to control the leakage during operation: the face-riding seals have been
operated successfully at surfuce speeds up to 400 fi/sec (ref. 4).

2.1.1 Turbopump Speed

In normal rocket-engine applications, the turbopump is operated at high speed in order to
minimize turbopump weight and to achieve increased pump and turbine efficiencies. During
the initial desipn phase of a new turbopump, the usual practice is to set the design speed as
hirh as possible consiktent with the hydrodynamic and mechanical constraints associated
with the total turhopump assembly. These constrainty include inducer cavitation {ref. 21,
bearing DN (ref. 3), scal rubbing speed (ref. 4), turbine stress (ref. 5), and pump critical
speeds (ref. 6). Details of speed restrictions and the effects of speed on the turbopump and
vehicle are given in reference 7.

Important desipn parameters in establishing turbopump speed are pump rotational speed N,
specific speed N, and suction specific speed S,. These parameters are related by the
exprossions

. NQ*
N, == (M
i~
g = ,_E}{t}:v {3;

" (NPSH)®
where
N, = specific speed. rpm - (gpm)¥ /1>
N = rotational speed, rpm
Q = volume flowrate, gpm

H = headrise, fi




- %
S, = suction specific speed, M

ft%

NPSH = net positive suction head, ft

The design speed constraint on the M-1 turbopump was inducer cavitation based on a design
suction specific speed S, of 43 000. The Mark 15-F and Mark 26 pumps were limited in
operating speed in order to avoid resonance of the pump blades with speed-dependent
forcing functions. Note that these were operating-speed limits and were not established by
design constraints in the strict sense, since redesign of the blading could have resulted in a
change in blade natural frequency and the proximity to resonance. It was noted previously
that the designs of the Mark 15-F and Mark 26 were sequential, and both were akin to the
Mark 9. This sequential relation in effect precluded the type of speed-selection study
usually conducted for a new turbopump design.

2.1.2 Turbopump Rotor Dynamics

The dynamic behavior of turbopump rotors has received considerable attention in rocket
engine design and development programs. An extensive bibliography and discussion of the
stability aspects of turbopump rotor systems applicable to both centrifugal and axial
machines are presented in reference 6. It is appropriate here, however, to discuss briefly the
overall design concepts and problems associated with rotor dynamics in the state-of-the-art
axial-flow configurations. Two approaches have been used in the design of the rotor/bearing
systems for axial-flow turbopumps. In the M-1 turbopump, the shaft-and-bearing system was
designed so that the turbopump maximum operating speed was below the first critical speed
of the shaft and its supports. In the Mark 9, 15-F, 25, and 26 turbopumps, the systems were
designed so that the operating speeds were above system criticals but below the rotor
first-flexural mode. The advantages and disadvantages of each of these design approaches are
discussed in reference 6.

In the M-1 approach (operation below the system first critical speed), high rotor/bearing
system stiffness is desired in order to achieve a high first critical speed. Thus, roller bearings,
which have high radial load and stiffness characteristics, were used to support the shaft.
Axial loads were reacted by a triple set of ball bearings encased in a radially flexible housing,
this being done to ensure that radial shaft support would be at the intended roller-bearing
Jlocations. Extensive analysis along with experimental effort to ‘determine bearing spring
rates and rear (turbine) bearing housing flexibility was performed (ref. 8). The predicted
system critical speed for the so-called M-1 Mod 1 (initial test configuration) turbopump was
16 000 rpm. Limited testing was performed with this turbopump, because the M-1 engine



program wis terminated. However, during one of the tests an inadvertent overspeed to
15 500 rpm occurred. At this speed level, the bearing and support-strut accelerometer traces
indicated that the critical speed was being approached. thus lending credibility to the
analytical model which is described in reference 8

The axial turbopumps that have been designed to operate above the rotor’bearing system
critical speeds have had ball hearings at the support locations, a configuration that achicves a
relatively Jow radial spring rate and low system critical speed. A rotor operating above the
first critical speed may develop nonsynchronous whirl {ref. 6): this phenomenon occurred in
varying degrees of severity on the Mark 9, 15-F, 25, and 26 turbopumps (refs. 9, 10, and
11}, Nonsynchronous whirl and axisl oscillations that occurred with the Mark 9 were
examined extensively both analytically and experimentally (ref. 10). In the Mark 15-F,
nonsynchranous whirl was identified as a major source of alternating stress in the turbine
disks and disk-to-pump shaft coupling (the turbine disks resist planc-of-rotation changes
associated with the whirl): in addition, rotor radial displacement as high as 0.030 in.
peak-to-peak was measured. These problems were solved by increasing the axial preload on
the ball bearings, which increased the threshold of shaft stability and suppressed shaft
deflections to tolerable magnitudes. Severe nonsynchronous whirl also was observed during
development testing of the Mark 23 pump (ref. 11 In this pump, single ball bearings were
used at the rotor support locations: a design change to duplex ball bearings eliminated the
severe whirl problem in the pump operating-speed range.

In general, the rotor dynamics problems that have occurred in axial-flow pumps have been
difficult to diagnose and solve. Suvitable analytical models for the prediction of
nonsynchronous whirl were not avatlable a1 the time the pumps treated hercin were
desiened. In the desien process, an attemp! wias made o avoid whirl by considering those
fuctons then known to be related to whirl problems and by designing so that the operating
speed was not near a oritical speed. However, as indicated in the preceding paragraph, these
measures were npot ahways adequate, Bffort 1o solve ponsynchronouswhirl problems in
centrifugal turhopumps was exerted subsequent to the design of the axial-flow pumps
discussed in this monagraph, This ¢ffort hos provided improved analytical methods that
permit @ more thorough treatment of rotor instability during the desien phase {refs. 12 and
12

2.2 STAGE DESIGN

2.2.1 Realm of Operation

The considerations involved in the selection of the type of pump for a given application are
discussed in reference 7. The discussion herein is limited essentially to an identification of
the specific speed range in which axial stuges have been used,




Figure 4 (adptd. from ref. 14) shows design-point performance for various types of pumps
in terms of specific speed Ny and specific diameter Dy (Dg = DH* /Q%, where D =rotor
diameter, {1).

This kind of figure is useful in the pump selection process, in that it identifies specific areas
where different types of pumps are suitable and gives an estimate of pump efficiency and
diameter. As shown on the figure, axial-flow-pump stages have specific speeds ranging from
approximately 3200 to 11 000. It should be noted that these are stage characteristics;
considerable difference occurs when the entire pump is examined. For example, the figure
indicates that for the M-1 mainstage specific speed of 4470 an axial flow configuration is
suitable: however, the specific speed of the entire M-1 pump is approximately 900, and
examination of this region on the Ng-D, diagram indicates that a centrifugal pump could
have been selected, some decrease in efficiency being anticipated.

2.2.2 Stage Hydrodynamic Design

The procedures used in the hydrodynamic design of axial pumps generally have followed
design practices for axial-flow compressors (ref. 18). The three-dimensional flow conditions
that exist in the pump are approximated by a two-dimensional flow model in which it is
assumed that the average flow in the circumferential (blade-to-blade) plane at discrete radial
stations can be used to describe the flow in the meridional (hub-to-tip) plane. A typical flow
model for a pump stage is illustrated in figure 5; nomenclature for the blading is shown in
figure 6. In the flow model illustration (fig. 5), the velocity diagrams represent the average
flow condition at a given streamline. Radial (i.e., streamline-to-streamline) variations in the
flow are determined from continuity, energy addition, and radial-equilibrium
considerations. Losses at each streamline location are accounted for by applying
experimental loss data or estimated efficiences to the flow model.

Specifications given to the designer of the axial-flow stages include propellant weight
flowrate and pressure rise, turbopump speed, and fluid conditions at the inlet of the first
stage (i.e., fluid pressure, temperature, velocities, and angles at the inducer stage exit).
Weight flowrate and pressure rise are dictated by engine thrust and pressure requirements,
and speed usually is prescribed by constraints associated with the total turbopump
assembly, as noted previously. Additionally, the required engine operating range and desired
start characteristic provide the designer with off-design flow requirements of the pump. In
the pump analysis, weight flowrate and pressure rise are converted to volume flowrate and
headrise. For incompressible propellants, the conversion is straightforward, propellant
density being used as the conversion factor. When propellant heating and density changes
are significant (e.g., in high-pressure-hydrogen pumps), the headrise requirement of the
pump (or stage) for a given pressure rise is determined from the thermodynamic state points
of the propellant at the beginning and end of the pumping process or an increment of the
pumping process. In reference 7, a method is described in which the required headrise is

11
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determined from the summation of incremental increases in isentropic enthalpy. The state
point at the end of each pumping increment is determined by dividing the
isentropic-enthalpy increase by the efficiency. Propellant densities at the state points can
then be determined and used in sizing local flow-passage areas in the pump.

With inputs of volume flowrate, headrise, turbopump speed, and off-design requirements, a
parametric study usually is conducted, conditions at the 50% streamline being used to
evolve an overall pump configuration that will satisfy both hydrodynamic and mechanical
requirements (ref. 19). The studies normally are conducted using the dimensionless forms

for flowrate and headrise:

V.,
¢= —f}_ 3

g H - Ny Vau — Vi) @)

where
¢ = flow coefficient
V, = fluid absolute velocity (axial), ft/sec
U = blade tangential velocity, ft/sec

{ = head coefficient

lbm-ft*
Ibf-sec?

g. = gravitational conversion factor, 32.17

ft-Ibf™

H = headrise, bm

M = stage hydraulic efficiency (sec. 2.2.2.1.2)

Vzu = tangential component of absolute velocity at rotor exit, ft/sec

V,, = tangential component of absolute velocity at rotor inlet, ft/sec

Ibm-ft ft-Ibf

5 instead of g in units of f‘q’sec2 and the use of H in units of
Ibfsec bm

instead of ft

*The use of £, in units of 32.17

make equation (4) and similar equations dimensionally correct under all environments.
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Typically the procedure involves a preliminary selection of blade and vane profile type
(sections 2311 and 24.1.1) velocity dingram type (section 2.2.2.2), hydrodynamic
loading (section 2.2.2.1.1). and solidity (section 2.2.2.4), all of which are interreluted with
flow coeffeient. head coefficient, and efficiency. Blade tip speed (which is related to rotor
dizmeten) and flow coefficient (which is related to blade tip speed and hub/tip ratio) are
then studied over a range of values to determine stiage head coefficients and the number of
stages necessary to produce the required headrise. This procedure allows a number of pump
configurations with different diameters and lengths to be examined in terms of stress.
weight. and turbopump critical speed.

Changes in the preliminary selections of profile type. velocity diugram type. ete., may be
necessary in the process of arriving at a suitable configuration. When the configuration has
been  established. velocity  diaprams, hydrodynamic loading. and efficiency at each
streamline in the meridional plane are determined. and the blade and vane angles {(section
2.2.23) are selected to produce the desired dingrams. Off-design performance is then
estimated. iterations apain being made if necessary to compromise properly the design-point
and operating-runge requirements.

Busic desien data for the state-of-the-art stapes are given in fables H oand L In the
multistuge pump configurations, the stages have been essentially identical within the given
confiuration. The M-1 pump had o lghtly loaded “transition™ stage behind the inducer to
provide a uniform head distribution to the first mainstage and to provide better cavitation
characteristics than were possible with the more heavily loaded mainstage. Additionally, the
M-1 pump had a lincarly decreasing outside diameter between the third-stage stator
discharge and the fifthstage rotor discharge to account for hydrogen compressibility. Stages
for the Muark 9. 1S-F, 25, and 26 pumps were identical within each configuration with the
exception that none of the fost stages in these pumps utilized a stator. The flow path on the
Muark 25 was adjusted linearly from the finst rotor inlet to the Last rotor discharge to account
for hydrogen compressihility. Adiustments for hydrogen compressibility were not
incorporated in the design of the Mark 9, 15°F, and 26 pumps.

2.2.2.1 BLADE LOADING, STALL MARGIN, AND EFFICIENCY

2.2.2.1.1 Blade Loading and Stall Margin

Blade loading. — The energy added to the fluid by the pump rotor blade is a function of the
increase in the tangential velocity of the Auid between the rotor inlet and the rofor exit,
High blade loading, i.e., large changes in tangential velocity (V,, -V, in fig. 5}, are desirable
in order 1o oblain high stage headrise and therefore a small number of stages. it can be
observed in figure 5§ that an increase in blade loading could be achieved by a blade shape
that would increase {luld tuming in the direction of rotation. However, this conliguration
would decrease the fluid relative velocity a1 the rotor exit {w, ), thereby increasing flow
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Table II. — Stage Design Data for Axial-Flow Pumps

Diffusion Factor
Rotor Stator

Stage Ty Iy v P W Ns Dy 0l Hub Tip Hub Tip
M-1 transition stage 6.80 | 8.00 | 0.850 0.396 0.126 7640 | 0.0400 | 0916 0.352 0.037 0.392 0.333
M-1 main stage 6.80 | 800 | 0.850 0.420 0.258 4470 | 0.0478 0.894 448 598 477 AT
Mark 9 299 | 361 | 0.829 0294 | 0226 4450 | 0.0511 | e 52 41 57 54
Mark 15-F Same as Mark 9 —
Mark 25 Same as “E” .
Mark 26 Same as “D”
“A” stage 3.13 | 363 | 0.861 0.390 0.279 4000 | 0.0511 0.87 58 A8 58 .56
“B” stage 3.13 | 3.63 | 0861 0.390 0.316 3650 | 0.0533 0.87 64 54 64 62
“C” stage 313 | 363 | 0861 0.390 0.338 3460 ] 00538 | 0.86 68 57 68 66
“D” stage 313 | 363 | 0861 0.390 0.35 3380 | 00542 | 0.84 72 61 12 70
“E” stage 3.13 | 363 | 0.861 0.465 035 3220 | 0.0500 0.85 .53 A7 55 .50
NASAv= 04 1.78 | 4.53 | 0393 0.284 0.135 10650 | 0.0272 0.800 593 223 577 373
NASAv= 0.7 3.15 | 450 | 0.700 0.294 0.282 4760 | 0.0429 | 0937 693 426 NA NA
(rotor only)
NASAv= 0.8 3.60 | 4.50 | 0.800 0.466 0.391 3850 | 0.0436 0.955 631 664 NA NA
(rotor only)

NA = not applicable




Table 111, — Design Parameters for Blade and Vane Profiles in Axial-Flow Pumps
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diffusion in the blade row. Large velocity gradients on the blade surfaces associated with
large amounts of diffusion tend to produce thick boundary layers and relatively high losses
in total headrise. In reference 20, a blade-loading parameter based on diffusion in the blade
row was developed for axial-flow compressors. The parameter, the diffusion factor DF, is an
index of local diffusion on the blade suction surface in terms of fluid inlet and outlet
velocities or angles and blade-row solidity. In axial-compressor work, the diffusion factor
was used for correlating experimental total-pressure-loss data and for indicating limiting
loading, i.e., the loading at which the boundary layer separates from the suction surface. In
axial-flow pump work, the diffusion factor has been used similarly in estimating loss in total
head and loading limits.

In the notation of figure 5, diffusion factors for the rotor and stator, with constant radius
over the stage length, are given by the expressions

W2 AWu
=1—- =+
(DF)r =1 wy 20wy

&)

where
(DF)r = diffusion factor for rotor
w; = fluid inlet relative velocity, ft/sec
w, = fluid exit relative velocity, ft/sec

Aw, = change in tangential component of relative velocity = w, sinfl;g — W, sinfiag,
ft/sec

o = solidity = /S (fig. 6), dimensionless

and

v AV
3_§_ u

V, 26V, ©®)

(DF);=1 -

where
(DF)g = diffusion factor for sfator
V, = fluid inlet absolute velocity, ft/sec

V; = fluid exit absolute velocity, ft/sec
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AV, = change in tangential component of absolute velocity = V,,, — V3, ftfsec

o = solidity as ahove

Diffusion-factor values for hub and tip for the state-of-the-art axial-flow-pump blading are
given in table I Values generally full within the range appropriate to axial-flow
COMPICSSOrs.

Stall_margin. — Stall is the loss of pumping capability that occurs in an axial-flow-pump
stage when flow separation in the rotor or stutor passage progresses to the point where the
headrise drops abruptly. Three different conditions have been used to define the stall point
in the state-of-the-art axial pumps. Experience with the Mark 9 and “A” through “E7
blading (table 1D indicated that stall occurred when the rotor-hub or stator-tip diffusion
fuctor reached a value of 0.73 or the retardation fuctor (RF) dropped to a value of 0.5 As

with the diffusion factor, the retardation factor is an index of blade-passage diffusion. It is
defined as the rutio of fluid outlet-to-inlet relative velocity:

W,
{(RFy, = — (rotor) {73
wy
{§§}§ = i;i {stator} {S}

In the M-1 desipn. stall prediction was based on the method reported in reference 21, in
which the equivalent diffusion ratio or factor DI is used an an indicator of stall. The
cquivalent diffusion factor is approximately equal to the ratio of the fluid maximum relative
velocity on the blade suction surface to the fluid outlet relative velocity. For a blade with
thickness-to-chord ratio of 0.10, the cquivalent diffusion factors, at minimum loss, for rotor
and stator with constunt radius are

2
(DF,), = cosap 112 _}{}x{zi Vis wysinyp  wasinfap )
sdp T A SR v TN T TR,
R cosfin o W,y /in V,,
2
Vs v v
.y 2 Zu du
(DE ) = o i (10
) 2 Voo Vs




In the M-1, stall was considered to occur when either DF,; had a value of 2 (ref. 19).

Figure 7 shows the relation of ideal head coefficient, diffusion factor, efficiency, and flow
coefficient for an axial pump stage with a reaction of 0.5 (sec. 2.2.2.2) and a solidity of 1.5.
The curves are based on analysis at the 50% streamline (pitchline) and, as noted on the
figure, the efficiencies do not include tip clearance loss or other secondary flow losses.
Examination of the figure indicates that a design point could be selected to obtain
maximum stage efficiency. However, in the state-of-the-art pumps, the design point
selection has been made consistent with maintaining a stall margin. The trend has been to
design for higher flow coefficients to take advantage of the increased ideal head coefficient
at a given diffusion factor. However, for a given flow, pump diameter, and speed, a limit is
reached, since as the flow coefficient is increased the blade heights become small and the
tip leakage losses become increasingly significant. Note also from the figure that increased
stall margin (decreased diffusion factor) for a given flow cocfficient, reaction, and solidity
can be achieved only at the expense of ideal head coefficient.

VB erriciENCIES ARE BASED ON
LOSS DATA SHOWH IN FIGURE 8
AND DD HOT INCLUDE TIP
CLEARANCE OR OTHER SECONDARY
FLOW LOSSES.

REACTION R = 0.5

1.2~ I sOLIDITY 0= 1.5

DF = DIFFUSION FACTOR

N = STAGE EFFICIENCY

B4

.86

0.6

IDEAL HEAD COEFFICIENT i

0.4

0.2

FLOW COEFFICIENT ¢

Figure 7. — Relationship of stage ideal head coefficient, efficiency,
diffusion factor, and flow coefficient.
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2.2.2.1.2 Efficiency

Stage hyvdraulic efficiency is defined as the ratio of actual headrise H to the ideal headrise

I an

where Hy,.. is the sum of the head losses in the stage.

Stage head loss can be broken down into blade profile losses, end-wall friction {(annulus)
losses, and sccondary flow losses produced by the boundary layers and tip clearance.
Design-point cfficiencies for the axial-flow pump stages are given in table 1

Two methods have been used fo predict losses and hydraolic efficiency in the
state-of-the-art pumps. In the Mark 9, 15-F, 25, and 26 pumps. an average efficiency was
estimated. and the radial loss distribution from hub-to-tip was assumed to be constant. In
the M- pump. fosses were based on the diffusion-fuctor/total-pressure-loss correlation at
reference (minimum lossy incidence developed for axial-flow compressors. The correlution is
reproduced here as figure 8 {adptd. from ref. 18} The total-pressure-loss parameter is given

by

—t (124)

where, using the conventions of figures 5§ and 6,

@ = total-pressure (head) - Joss coefficient
§§§{;§€
F— I {{{3*{{}{} { %}.i}}
w2
§§§(;i§
=T {stator}
2.
V)7 2e, (12¢)

Bewn = fluid angle at the rotor or stator exit (B, or B35 in figure 5), deg

k.
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In the design of the M-1 blading. minimum-loss incidence angles were determined by the
methods given in reference 18, The lower portion of the shuded arca in fipure 8 was used to
determine the loss parameters for the streamlines at and near the rotor tip, This practice was
based on results given in reference 16 that indicated that the magnitudes of the
total-pressure-foss correlating purameter for axial-flow pump rotors generally were lower.
especially near the tip, than those determined for axial-flow compressor rotors. Reference
16 indicated that a specific explnation for the lower magnitudes was not readily apparent,
and in view of limited number of rotors that were tested. no generalization of the results
was attempted.

It is important to note that the correlation given in figure 8 cannot be used indiscriminately
in the design of axial-flow pumps. This restriction is emphasized in reference 22, which. in
summarizing the test results of three axinlpump rotors (including the rotors of ref. 163,
cautions that care should be exercised when applying the total-pressure-foss parameter
correlation of reference 18 to highly stageered blading in which the flow outlet angles are
likely to be outside the range used in the corrclation. Effort to extend the range of
experimental data was conducted subsequent to the desien of the axial-flow pumps
discussed in this monograph. Results of this effort are reported in references 23 through 26.

22.2.2 VELOCITY DIAGRAMS

For any stage in an axial-flow pump. the type of velocity diagram is in effect established by
the selection of a design value for stage reaction R (reaction is defined a5 the ratio of the
static headrise in the rotor to the static headrise in the stage). This selection then sets the
degree of velocity diffusion to be accomplished in the rotor and stator and to a great extent
influences the efficiency and stall margin magnitudes attainable in the stage. In the
state-of-the-art pumps, the dominant factor in the selection of reaction has been stall
margin. A symmetrical velocity disgram (e R = 0.5) is therefore dusirable, since equal
diffusion in the rotor and stator implies that a maximum stage stall margin can be obtained.
It has also been shown that maximum profile efficiency for the stage occurs with a
symmetrical diagram when the axial velocity of the fluid is equal to one-half the velocity of
the rotor hlade element {ref. 273

A freewvortex radial flow pattern has been used in all state-of-the-art axial pumps. In the
free-vortex flow the fluid axial velocity is constant from hub to tip while the fluid tangential
velocity varies inversely with radius: a symmetrical diagram therefore can be achieved at one
radial location only. A sclected pump desipn with a hub-tip ratio of 0.8 was studied
parametrically to determine if a forced-vortex flow pattern that imposed a symmetrical
dizgram at all radii would offer lower loading, better efficiency, or higher head coefficient
(ref. 28). It was concluded that for hub/tip ratios of 0.8 and higher, there was no
appreciable benefit in using the selected forced-vortex flow pattern. Additionally, it was




concluded that with the free-vortex flow pattern, the radial location of the symmetrical
diagram was not critical as long as it was near the mean radius.

Blockage factors are included in the determination of velocity diagrams to account for the
reduced flow areas resulting from end wall and blade surface (profile) boundary layers. The
magnitudes selected for these factors are dependent on the particular design as well as the
design method being used. A design method employing appropriate experimental loss data
(used on M-1) automatically accounts for profile boundary-layer blockage and it is necessary
only to account additionally for end-wall boundary-layer blockage. In the M-1 pump, this
blockage was estimated as 4% of the annulus area. A design method in which average stage
efficiencies are estimated must utilize blockage factors that take into account the area
reduction due to both end-wall and blade-surface boundary layers. In the Mark 9, 15-F, 25,
and 26 pumps, these factors were estimated at approximately 10% of the annulus area on
the basis of compressor blade-surface and end-wall boundary-layer information obtained
from reference 18.

Analytical and experimental investigations of stages with impulse blading have been
conducted (refs. 29 and 30), but to date this type of blading has not been utilized in rocket
engine pumps. '

- 2.2.2.3 BLADE ANGLES

With the velocity diagrams established in the meridional plane, the blade angles and blade
shape are selected to turn the flow in accordance with the desired diagrams. This selection
involves determination of the incidence angle, camber angle, and deviation angle at each of
the hub-to-tip streamlines (figs. 5 and 6). The incidence angle is selected by the designer
and, for the pumps discussed herein, was based on either minimum-loss or cavitation
considerations. Note on figure 6 that, with the incidence angle selected, the amount of fluid
turning (8, —B,) is dependent on the camber angle 0 and deviation angle 8. Accurate
prediction of the deviation angle is extremely important in achieving the desired diagrams.
For example, in reference 27, analysis of a 50%-reaction stage with blade and vane camber
angles of 30° and a solidity of 1.0 indicated that an error of 1° in prediction of deviation
angle for the rotor and stator row would reduce the stage work by about 8%.

References 18, 27, and 31 give procedures for selection of incidence angles and prediction
of deviation angles. In the M-1, incidence angles (at minimum loss) and deviation angles
were determined by use of the methods established for compressors in reference 18 on the
basis of experimental data obtained from low-Mach-number testing in air. in the Mark 9 and
Mark 15-F pumps, a design incidence angle of +3° was selected on the basis of achieving
good cavitation performance. In the Mark 25 and 26 pumps, a design incidence angle of 0°
was selected on the basis of achieving low loss. In all of these pumps (Mark 9, 15-F, 25, and
26), the design deviation angle was determined from the relationship (ref. 31)
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a = distance to the point of maximum camber from leading edge, in.

Beir = Nuid exit angle, deg

gz;ii

= dimensionless ratio
50

Subscquent to the design of the pumps discussed herein, cascade tests using water as the test
fluid were conducted in order to provide an extended range of experimental data applicable
to design methods such as those given in reference 18. The data obtained included
Muid-turning characteristics and performance for double-circular-are, multiple-circular-are,
and slotted double-circular-are profiles over a relatively wide range of fluid inlet angle,
camber angle. and solidity (refs. 23 through 26).

2.2.2.4 SOLIDITY

The solidities (o) of state-of-the-art axial-pump stages are given in table HI These values
have. in general, been selected within the limits of available test data. Both hydrodynamic
and mechanical desipn considerations enter into the selection. From a hydrodynamic
standpoint it is usually desirable 1o use as many blades (high solidity) as possible, because
for fixed values of reaction, diffusion factor, and flow coefficient the ideal head coefficient
increases as the solidity is increased (fig. 9). However, limits are soon reached, since losses
increase with increasing solidity (increased skin friction arca). Additionally, for a given
chord length. high-salidity stuges require thin blades, a requirement that may conflict with
the thickness desired from a structural standpoint. In such a case. an attempt can be made
to achieve the desired solidity by reducing the number of blades and increasing the chord
lenpth. Here, the designer is confronted with increased blade row length, increased rotor
weight, and potential eriticalspeed problems with the turbopump rotor

2225 CAVITATION

Rocket engine turbopumps as a rule incorporate inducers as the initial pumping clement to
provide the capability for operation at Jow inlet pressures. Inducers are designed 1o achieve
high suction performance and increase the pressure of the pumped fluid to & magnitude that
is sufficient to preclude cavitation in the following stage (ref. 200 In order to achieve high
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Figure 9. — Effect of solidity on head coefficient and efficiency.

suction performance, low flow coefficients at the inlet are necessary. The inducer stage
therefore must provide a transition in flow area from the pump inlet to the inlet of the
pumping elements of the higher-flow-coefficient mainstage. Additionally. the exit flow
conditions (i.e., fluid velocities and angles from hub-to-tip) must be compatible with the
inlet flow requirements of the initial mainstage.

All the state-of-the-art axial-flow turbopumps have utilized inducers as the initial pumping
element. In the Mark 9, 15-F, 25, and 26 pumps, the headrise, flow area transition. and
mainstage inlet flow requirements were accomplished totally in the inducer stage. In the M-1
pump, a “transition” stage between the inducer stage exit and the mainstage inlet was
utilized. The transition stage was a lightly loaded axial stage that provided acceptable
flow conditions for the mainstage inlet and achieved better cavitation performance than that
possible with the more heavily loaded mainstage blading. A discussion of inducer cavitation
along with design criteria and recommended practices for inducers is presented in reference
2. Discusssion here will be limited fo transition and mainstage types of axial-flow stages.
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Analvses are conducted on the initial axial-flow stages following the inducer to ensure that
sufficient pressure is available to prevent headrise degradation caused by cavitation. This can
be accomplished by comparison with cavitating test results of similar designs or by analysis
of fluid velocitics on the blade surface. The cavitation parameter 7,

NPSH
Ty = - {14}
u?[2g,
and cavitation number K
§} . §} .
K= — " (15)
prwi e,
where
NPSH = net positive suction head, f1-1b{7ibm

]

Py = fluid static pressure, Ibf/fi?

P, = fluid vapor pressure, 1bf/?
pe = fluid density, hm/113?

which are commondy used in inducer desien, have also been used {o evaluate the cavitation
characteristics of the axial-flow blading.

Cavitation performance data on axial-flow blading are relatively limited. Several axial pump
rotors with double-vircular-are blade profiles have been tested and the results are reported in
references 15 through 17 and 32 through 34, Cavitution head loss datu for these rotors are
given in figure 10 in terms of the cavitation parameter 7, and a cavitation breakdown
correlation parameter Z developed for inducers (ref. 35). The solid line in the figure
represents the cavitation parameter magnitudes at which head breakdown will occur for
flut-plute inducers according to the modified two-dimensional theory of reference 35, The
fipure shows that the hish-head-loss¢ie., head breakdown) duta for the NASA v =04 andyp
= (1.7 axial rotors compare fvorably with the inducer theory of reference 35, These rotors
were lightly loaded with little or no camber at the tip (DF = 0.223, 8 =543 and DF =
0426, 0 = 0° respectively). As might be expected, data from the more heavily loaded and
highly cambered NASA v = 0.8 axial rotor (DF = 0.664, 8 = 27°) did not correlate well with
the flat-plate inducer theory,
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Figure 10. — Comparison of theoretical and experimental cavitation breakdown parameter
for double-circular-arc profiles.

In view of the lack of cavitation performance data on similar designs, analysis of fluid
velocities on the blade surface has been used to evaluate the cavitation characteristics of the
state-of-the-art blading. In the Mark 9, 15-F, 25, and 26 pumps, fluid velocities on the blade
surface were determined by use of a stream-filament method (ref. 18). The minimum local
static pressure on the blade surface was then determined and compared with the fluid vapor
pressure to ensure that the pumps would be free from cavitation. An approximate method
for predicting incipient cavitation of airfoil-type blading was used in the M-1. The method
utilizes the equivalent diffusion factor DF., (sec. 2.2.2.1) along with the cavitation
parameter 7 and the cavitation number K. An approximate value for the ratio of maximum
fluid velocity on the blade surface to fluid velocity at the blade inlet was derived by using
the equivalent diffusion factor. This ratio was then related to the NPSH requirement for the
blade by use of the cavitation number K and the cavitation parameter 7g . The results of this
method for blade profiles with a thickness-to-chord ratio of 0.10, reaction = 0.5, and
solidity = 1.5 are shown in figure 11. For a blade row with a given design flow coefficient
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and ideal head coefficient, the required NPSH can be determined from the cavitation
parameter 75 . With the required NPSH known, the headrise requirement of the previots
{inducer) stage then can be defermined.

2.2.2.6 OFF-DESIGN PERFORMANCE

Analysis of off-design performance must be made so that pump performance can be
predicted for engine transients, mixture-ratio excursions, and chamber-pressure excursions.
In general, the prediction methods involve assumptions as to how the deviation angle and
blade-element losses vary with incidence angle.

Reference 19 gives off-design predictions for the M-1 based on (1) the two-dimensional
blade-element method of reference 36 and (2) a one-dimensional mean-line analysis* in
which deviation angle was assumed to be constant at the design point value and blade
channel losses were assumed to vary according to resulis of low-Mach-number air tests at the
50% streamline but at a higher level to account for tip leakage and end-wall boundary-layer
losses. Comparision of predictions with M-1 test results indicated that the one-dimensional
mean-line analysis was the more reliable prediction method. Off-design performances of the
Mark 15-F and Mark 25 were predicted with a one-dimensional mean-line analysis in which
deviation angle and blade channel losses were assumed to be constant at their design point
values. Off-design loss was assumed to be equal to the velocity head of the normal velocity
component that resulted from the variation in incidence angles on the rotors and stators at
the off-design flow conditions (see sketch below). This method correlated favorably with
test results. Curves of predicted and measured headrise versus flowrate for the Mark 25
pump are given in reference 9.
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In general, the off-design performance required of the state-of-the-art pumps in regard to
engine mixture-ratio or chamber-pressure excursion (at design point thrust) has not caused
any problems. However, there was a tendency for the Mark 15-F pump to stall at three
distinct operating levels during the engine transients in the J-2 engine start.

*Analysis based on values at the 50% streamline (fig. 5}.
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Start problems are not unique to engines with axial-flow pumps but are related to the
interaction of the pump (whether axial or centrifugaly and the thrust chamber. For example,
the RL10 engine. which employed centrifugal pumps for both oxidizer and fuel, had start
problems similar to those on the J-2. Both the J-2 and the RL10 are regeneratively cooled
engines in which the hydrogen flow from pump discharge 8 routed through fubes around
the thrust-chamber walls and serves #3 3 coolunt before s injected into the combustion
chamber. Start anomalics have been associated with reduced fuel flow coincident with rapid
increases  in thrust-chamber  coolant-circuit  pressure or in chamber pressure. The
consequence of the reduced fuel flow (which in the axial pump may be a stalled conditiom)
is somewhat dependent on the engine system cycle, but in severe cases the typical result is
damuage to the thrust chamber as g result of insdequate conling,

Figure 12 illustrates the three potential stall points of the Mark 15-F pump during the J-2
engine  start  transient; these potential stall  points were termed  spin-down  stall,
LOX-dome-prime stall, and high-speed stall.

Spin-down stall. — Spin-down stall occurred during initial fuel-pump acceleration (start-tank
discharge} and prior to main propellant ignition. The fuel flowrate was rapidly accelerated
by the pump and was discharged relatively unrestricted into the thrust-chamber cooling
tubes. During this interval, the fuel was warmed by the thrust chamber, and a portion was
vaporized. The warm fucl then encountered the high resistance of the upper combustion
zone and injector, and injector pressure drop increased quickly. The head demand on the
fuel pump quickly increased. and flowrate dropped. Thus the process of priming the
chamber with fuel was characterized by an initial flowrate overshoot followed by an
undershoot. Spin-down stall was avoided on the J-2 by thermal preconditioning of the
chamber,

Several methods of chamber preconditioning were utilized: a long fuel lead (up to 8 sec.),
prestart purge with cold nifrogen, and prestart purge with cold helium, With some
development, each of these methods produced satisfactory starts. However, cach produced a
different temperature gradient on the chamber, so that an index of the degree of chill from
a single temperature measurement was uncertain, Thrust-chamber preconditioning is
undesirable from an operational point of view, and several alternatives have been employed.
The RL10 engine system incorporates an overboard fuel dump to avoid the high resistance
of the injector during start. On the 325 and J-2X engines, a bypass line around the
thrust-chamber cooling tubes has been employed successfully. The cooling-tube-bypass
technique was attractive from the stundpoint of utiliving the hydroren 5% 2 film coolunt in
the combustion chamber during the start and during low-level operation.

LOX-dome-prime stall. - The second stall point, indicated as LOX-dome-prime stall on
ficure 12, occurred when the oxidizer flow primed the dome manifold of the injector, and
chamber pressure quickly increased to over 150 psi. This increase in chamber pressure caused
an immediste demand for increased Tuel-pump head. Sinee the speed change could not occur
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instantancously, pump head was achieved at the expense of reduced fuel flow. Thus. as
shown in figure 12, the fuel pump underwent a transient along a constant speed line from
high flow and low pressure to low flow and high pressure.

Control of fucl-pump flow coefficient (and therefore contol of nearness to stall) was
achieved by repulating the magnitude of the chamber pressure following dome prime. The
most effective technique utilized a throttleable main oxidizer valve. In both the J-2 and
RL10 engines, this method was used to restrict oxidizer flow during the early portion of
engine start. Initial Mark 15-F pump stall problems at LOX dome prime were relieved on the
J-2 by two system changes: (1) the initial opening of the main oxidizer valve was reduced:
and (2) the pump speed during this portion of the start was increased by utilizing a higher
pressure in the hydrogen-gas spin bottle.

Hiph-speed stall. - The third stall point, high-speed stall, was similar in nature to the
LOX-dome-prime stall. The J-2 engine is orificed for an oxidizer/fuel mixture ratio {O/Fof
5.0 at the design-point thrust level (fig. 12). During thrust buildup, the engine seeks this O/F
value: as noted in the previous paragraph, O/F control was necessary and was achieved by
restricting oxidizer flow with the main oxidizer valve. The so-called high-speed stall became
a problem if the main oxidizer valve reached full open before engine thrust had built uptoa
sufficiently high jevel

2227 CLEARANCES

As the hub’tip ratio of an axial pump increases, the tip clearance area becomes an
imcreacingly high percentage of the total annular flow arca, and the tip clearance losses
become an increasingly high percentage of the stage work. In state-of-the-art stages hub/tip
ratios are relatively high. and considerable attention has been given to maintaining small tip
clearances in order to keep these losses low, The rotor-blade radial tip clearance on the Mark
I5-F pump was set so that the running clearance was approximately 0.005 in.: the
statorvane fip clearance was 0.015 in. The M-1 pump was designed to operate at a blade
running clearance of 0.020 in. with a vane running clearance of 0.049 in. (this was a
shrouded configuration - see fig. 3).

The Mark 9 pump was tested in air to determine the effect of variations in rotor and stator
tip clearances. The results showed that the pump was rather insensitive to changes in stator
tip clearance within the range tested (095 to 3.257 of vane height) {ref. 375, However, an
appreciable amount of head was lost, particularly near the stall point, as the rotor tip
clearance was increased from 1.587 to 3.57% of the blade height. The more pronounced
effect of changing rotor clearance was not unexpected, since the velocity diagram for the
Mark 9 pump is not symmetrical and the static pressure rise in the rotor is substantially
higher than that in the stator. The air tests also showed that the stall margin of the pump
decreased as the rotor tip clearance was increased. (This clearance effect on stall also was
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observed in tests with liquid hydrogen but was not systematically investigated.) Attempts at
determining the effects of tip clearance on efficiency during the tests were unsuccessful
because of the relatively small rise in air temperature.

Axial clearances between blades and vanes in general have been selected to minimize overall
pump length while maintaining adequafe protection against blade and vane axial
interference or vibration during pump operation. In the Mark 25 and 26 pumps, the
mechanical design of the blades and vanes from a vibration standpoint was based in part on
maintaining a specified axial clearance between rotor and stator rows. The analysis for
establishing acceptable axial clearances considers the forced vibration amplitude of a blade
or vane to be a function of the wake velocity fluctuation of the upstream row. The velocity
fluctuation in turn is a function of the relation of axial spacing to upstream cord length and
the proximity to resonance of the blade natural frequency with the wakes from the
upstream row. The analysis is based on information presented in references 38 through 42.

2.3 PUMP ROTOR ASSEMBLY

The pump rotor assembly as discussed here consists of the blades, the pump rotor structure,
and the thrust balance system. Three concepts have been utilized in the design of the
state-of-the-art rotor assemblies (fig. 13}: a one-piece rotor structure with integral blading
(Mark 15-F and Mark 26}, a builtup rotor assembly consisting of disks (with integral
blading) clamped together by through-bolts (Mark 9 and Mark 25), and a builtup rotor
assembly consisting of a welded rotor structure and dovetail blades (M-1).

2.3.1 Blades

2.3.1.1 PROFILE TYPES

As indicated in section 2.2.2, the hydrodynamic design procedure involves the selection and
setting of blade profiles that will turn the fluid so that the desired velocity diagrams are
achieved (i.c., the fluid will be turned through the desired angle with the predicted loss).
Rescarch and development of blading for axial-flow compressors yielded considerable data
on so-called standard profiles These profiles included the NACA-65 series, the British-C
serics, and the double circular arc with maximum thickness at midchord. In the M-i, a
standard profile (British -4} was used. The remaining state-of-the-art pumps utilized
“non-standard™ profiles that were either modified double-circular-arc profiles or special
profiles designed to achieve a prescribed blade surface velocity distribution fo avoid
excessive surface diffusion. Values for the significant profile design parameters employed in
axial pumps arc listed in table 1 typical profile nomenclature is illustrated in figure 14,
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Standard profile shapes are defined by a specified thickness distribution about a mean
camber line (fig. 6). Busic thickness distributions for some of the profiles used in
compressors are compared in figure 15 (adptd. from refl 18). On the non-standard profiles.
the thickness distribution is that which s required to satisfy the desired distribution of
surface velocity on the blade profile.

BLADE PROFILE
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———
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Figure 15 ~ Comparson of basic thickeess distributions for theee profiles {adptd. from ref 181

The selection of a blade profile is based on both hydrodynamic and mechanical desien
considerations. According to reference 43, within maximum  thickness  requirements
imposed by stress comsiderations, profiles for axial-flow pumps would have o fat velociny
distribution in order 1o reduce cavitation fo g minimum. Further, the ideal velocity
distribution would be one in which the timitedy maximum locs! surface velocitiv i
maintained over as much of the upper (suction) surface as is possible, commensurate with
good diffusion on the rear portion. In achievineg o Iad velocity distribution, maximum
thickness and moximum camber are positioned well back. The non-standard profiles used on
the Mark 9, 15-F, and 25 pumps were desizned {with the stream-filament method of ref. 18
to control the velocity dikiribution such that the maximum suctionsurfuce velocity did not
excecd 1.2 fimes the inlet velocity, The resulting profifes had o thin leading edee with
maximum thickness at about 0.6 of the chord. The Mark 26 pump utilized 3 modified
double-circular-are profile with feading-edee radius farger than trailing-cdge radius (primarily
to obtain a stiffer blade for stress reasons). As previously noted, the British €4 profile was
used for the M avislflow stuges, Rescarch i abko been conducted on stundard




double-circular-arc profiles (refs. 15 through 17, 23, and 32 through 34), on
multiple-circular-art and slotted double-circular-arc profiles (refs. 24 and 25) and on
variations of profiles similar to those used on the Mark 26 (ref. 44).

From a mechanical-design standpoint, the structural merit of the profile is reflected in the
camber angle, the chord length, the thickness distribution, and the maximum
thickness-to-chord ratio. The camber angle is established by the hydrodynamic design. For a
given chord and thickness distribution, increased blade strength is achieved by increasing
maximum thickness-to-chord ratio. From the hydrodynamic standpoint, however, it is
desirable to maintain low blade thickness. Thus, a mechanically desired maximum
thickness-to-chord ratio may not be achievable (note in table III that a maximum value of
0.15 was used in the state-of-the-art blading). Increased blade strength also may be achieved
by increasing the chord, maximum thickness-to-chord ratio being held constant. However,
with a given solidity (sec. 2.2.2.4), this procedure requires a decrease in the number of
blades so that, again, a limit may be reached from the hydrodynamic standpoint.

2.3.1.2 MECHANICAL DESIGN

The predominant requirement in the mechanical design of axial pump rotor blades is that
the blade withstand the combined steady-state and vibratory stresses for the required life of
the pump. Basically, the design procedure is an iterative one in which steady-state stress is
kept within specified material property limits based on either yield or ultimate strength, and
vibratory stress is kept below the material fatigue limit corresponding to the steady-state
stress condition. These structural considerations must be met without unacceptable
compromises in the hydrodynamic design. The steady-state stresses due to centrifugal and
hydrodynamic loads are predictable (ref. 45); the unsteady hydrodynamic loads and the
response of the blading to these loads can, at best, only be estimated. As a result, analysis of
blade vibratory stress is one of the more intractable areas in axial-flow pump design.

The type of stresses to which the blade is subject is highly dependent on the blade
seometry. In the state-of-the-art blading, it usually has been necessary to consider only the
normal stresses due to the centrifugal, steady-state hydrodynamic (fluid force), and
vibratory loads. The normal and shear stresses due to gyroscopic forces and untwist forces
due to centrifugal load and hydrodynamic moment about the stacking line have been of
negligible magnitudes. Blade tilt (to provide a recovery moment fo counteract
hydrodynamic moment) has not been utilized in the biading discussed in this monograph.

In appraising structural adequacy, the combined steady-state and vibratory stresses
predicted to occur during pump operation are compared with blading material properties by
the use of modified Goodman diagrams (fig. 16). As indicated above, vibratory stress
magnitudes in general are not accurately predictable. This uncertainty has been handled by
assuming that the vibratory stress was proportional to the hydrodynamic stress
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Figure 16 — Typical modified Goodman diagram for blade stress.

(proportionality fuctors have ranged from 0.3 to 1). A stress-concentration factor for the
blade root fillet is estimated and applied to the vibratory stress; this stress magnitude is then
plotted on the Goodman diagram along with the calculated maximum steady-state stress.
The desien is deemed acceptable if the point falls within the material failure envelope and
a blade resonant? condition is known not fo exist at the design speed.

To identify resomunt conditions, Campbell dingrams (plots of pump speed vs blade
frequency, with forcing function as a variahleY have been used. A typical Campbell disgram
for rotor blude resonant conditions & shown in figure 17, Typically, blades have been
designed so that at least a 15-pereent margin on operating speed was maintained between
blade natural frequencies and known sources of excitation. Wakes from preceding blade
rows or other obstacles in the flow stream are the predominant sources of excitation in
axial-flow pumps. Rotating stall has been observed but has not been identified as an
excitation source for any of the axizl-pump blade fuilures that have occurred.

There have been no known instances of self-excited blade vibration (flutter) in the
axial-flow pumps discussed in this monograph. In general. the aspect ratio (blade length
divided by the chord length at the root) of the blading has been low and has resulted in
relatively stiff blades with little likelihood of flutter. Adequacy of the blading in regard to
flutter has been checked by the empirical rules given in reference 39,
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Figure 17. — Typical Campbell diagram for identifying blade resonant conditions.

Considerable effort has been devoted to the difficult problem of analytically determining
the blade natural frequencies for Campbell-diagram and flutter analyses. In the M-1, the
aspect ratio of the blading was approximately 1, and computer solutions of lumped
parameter models of cantilevered beams (ref. 46) predicted natural frequencies that
compared reasonably well with experimental results (ref. 47). Other pumps have had blading
with lower aspect ratios, and the cantilevered-beam approach has not been sufficiently
accurate to predict all the natural frequencies. Blade fatigue failures that have occurred have
been attributed largely to this inadequacy, in that unpredicted natural frequencies were in
resonance with upstream sources of excitation.

In most cases, the expedient solution to failure problems has been to modify the existing
blade rather than to redesign it. For example, instances of first-stage rotor-blade fatigue
failures on the Mark 15-F were eliminated by cutting back the chord at the tip by % in. and
tapering the leading edge to the hub as shown in figure 18. This change increased the natural
frequency of the blade to a magnitude that was above the forcing frequency, so that the
resonant condition during pump operation was eliminated, as shown by the Campbell
diagram in figure 19. A course of action involving modification of existing parts rather than
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redesign can be taken only when the performance penalty associated with the modification
is at a tolerable magnitude from the engine system standpoint. The Mark 15-F first-stage
rotor blades were not tested to determine the degradation in stage performance caused by
the modification described. However, the modification did not noticeably affect overall
pump performance.

2.3.1.3 PROFILE TOLERANCES, SURFACE FINISH, AND FILLET RADII

It is necessary to manufacture blade profiles within fairly strict tolerance limits in order to
achieve the desired hydrodynamic performance. Typically, the tolerance on the basic blade
profile has been specified as * 0.002 in. with the requirement of a smooth and continuous
fairing in both the transverse and longitudinal directions. In order to achieve the desired
fluid angles (fig. 6), the blade angles typically have been held to within * %°. The
surface finish of the profile can affect both the performance and the fatigue strength of the
blade. A maximum surface roughness of 63 microinches {uin.) rms has been specified as a
requirement for the state-of-the-art blading. In practice, the methods necessary to
manufacture the blade within dimensional tolerances usually have produced a surface finish
better than 63 uin. For example, the M-1 blades as manufactured typically had surface
finishes of 32 pin. rms.

Fillet radii at the juncture of the blade profile and its support (root section) have been kept
as small as possible consistent with maintaining a reasonably small stress-concentration
factor. Fillet radii have ranged from approximately 30% to 60% of the profile maximum
thickness. Stress-concentration factors, applied to the vibratory stress (sec. 2.3.1.2), have
been estimated on the basis of information such as that given in reference 48,

2.3.2 Blade Attachment

2.3.2.1 METHODS

Axial-pump blading has been machined integrally with disks or a rotor drum on all
state-of-the-art pumps with the exception of the M-1 mainstage blades, which had dovetail
attachments (fig. 20). The selection of a blade attachment method for an axial pump is
based principally on weight, manufacturing, and assembly considerations. In general, a
pump rotor in which the blades are mechanically attached will be heavier than one with
integrally machined blades. This difference is due to the heavier rotor structure required to
carry the centrifugal load of the attachment. However, if large manufacturing lots of blades
are required, it may be possible to produce a lower-cost rotor assembly by using individual
blades, and this cost benefit may override the weight benefit of integrally machined
configurations. The M-1 pump rotor, for example, had 376 mainstage blades in comparison
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with 102 for the Mark 9; the cost of machining such a large number of blades made an
integral-blade design very expensive. The requirement for individual blade replacement
because of potential damage by foreign objects has not been a consideration in selecting the
attachment method, because this type of damage is rare in rocket engine pumps.

2.3.2.2 MECHANICAL DESIGN

The blade attachment must be designed to carry the centrifugal load of the blade and to
transmit the airfoil steady-state and vibratory bending loads to the rotor structure. The M-1
utilized a single tang dovetail as the blade attachment method ( fig. 20). Stress analysis at the
critical section of the dovetail (the neck section) was based on the centrifugal load of the
blade and design steady-state and vibratory airfoil loads (transposed to the neck section).
Structural adequacy was achieved in the same manner as that used for the airfoil; that is, the
maximum steady-state stress was kept within specified material property limits based on
tensile strength and the vibratory stress was maintained below the material fatigue limit
corresponding to the steady-state stress condition.

The attachment configuration must also include provisions for axial positioning and
retention of the blade. In the M-1, it was additionally desired to position the blade radially
outward so that the rotor assembly could be tip ground with the blades in the same dovetail
contact situation that would exist during operation. These requirements were met with
shear pins and the lock tabs (designed as leaf springs to exert a force on the bottom of the
dovetail) as illustrated in figure 20. Note that incorrect assenbly was not possible with this

attachment method.

Stresses in the attachment were calculated by assuming that the pin acted as a cantilever
beam with the blade force in the direction parallel to the dovetail slot acting at the tip of
the pin. No allowance was made for frictional resistance to sliding that could occur at the
blade dovetail and rotor slot interface. Note in figure 20 that reverse load (i.e., load in a
direction toward pump discharge) would be counteracted by the bentup tab. The source and
probability of such a load, however, were not definable.

2.3.3 Rotor
2.3.3.1 CONFIGURATION

Three rotor-structure concepts have been utilized in the state-of-the-art pumps. A one-piece
rotor structure, machined from a single forging, was used on the Mark 15-F and Mark 26
pumps (fig. 13). A number of axial holes were machined in the forging to provide a return
flow path for thrust balance system and bearing coolant flows and to lighten the structure.
The M-1 rotor structure was a one-piece (hollow) configuration fabricated from four forged
and machined ring components TIG welded together as shown in figure 21. The Mark 9 and
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Figure 21, — Fabrication of -1 fusl.pump rotor.

Mark 25 pump rotors used the builtup concept with the disks and stub shafts clamped
together with through bolts (fig. 13}, Rabbets were used to attain relative radial positioning.
the torque jouds being transmitted by shear in the tic bolis,

The choice between a one-picce or builtup pump rotor is made during the turbopump
conceplual or preliminary dedipn phase. Considerations such as size, munufacturing
mcthods, assembly methods, and critical speed influence the selection. In the initial desien
of the Murk 15-F, a comparison of rotor types indicated that a one-picce desien with
integral blades would result in fowest cost and weight (ref. 49). In the M-1 pump. a
lightweight one-picce desipn was desirable from the critical-speed standpoint (a one-picce
rotor is stiffer than a builtup rotor), and a rotor muchined from a single forging was
considered. However, concern over achievable forging quality and difficulty in reducing the
weight of a single forging of the size required for the M-T was sufficient to eliminate this
configuration, and the welded construction noted previousty was selected {ref. 38). The two
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pumps that have used the builtup concept (Mark 9 and Mark 25) were designed for ground
application. In both cases, the relative ease of staging and the capability to test single stages
during development were the primary considerations in selection.

2.3.3.2 MECHANICAL DESIGN

Reference 6 p§e§ents a complete discussion of loads, stresses, and critical speeds for the
various types of rocket engine turbopump rotors. The discussion herein therefore is limited
to the special features of axial-pump designs.

Pump rotors are subjected to simultancous torque, centrifugal, bending, and
differential-pressure loads along with possible thermal and inertial loads. The torque limit of
the state-of-the-art rotors has, in effect, been established by permissible bearing DN, since all
of the designs have had a bearing support between the pump and turbine. The maximum
torque used in the design process has been the steady-state magnitude as determined from
the pump hydrodynamic analysis (transient torque during startup and shutdown has been
less than the steady-state value). An alternating torque, resulting from nonuniform power
input from the turbine and power dissipation in the pump, has been estimated and
superimposed on the steady-state torque (magnitudes of 5 percent of the steady-state torque
are typical). Centrifugal load and bending moments due to unbalanced shaft and
hydrodynamic forces have been determined and used along with the torque in defining the
load condition at the torque-limited section. Loads have been calculated at a mechanical
design speed that generally has been 10 percent above the nominal design speed of the
turbopump. Average stresses in one-piece type rotors typically have been determined with
finite-element or thin-shell theory and finite-difference methods. In the case of the Mark
15-F, the rotor was optimized by means of photoelastic evaluations and model tests (ref.
51). Finite-difference methods typically have been used in the disk stress analysis of the
builtup-type rotors.

Splines have been used on all state-of-the-art rotors for attachment of the inducer. Curvic*
couplings were used in the Mark 15-F and Mark 26 and splines were used in the M-1 to
attach the drive turbine to the pump. In the Mark 9 and Mark 25, a ball spline coupling was
employed, since the drive for these pumps was mounted on separate bearings. A complete
discussion of rotor couplings is presented in reference 6.

2.3.4 Axial Thrust Balance System

2.3.4.1 TYPES OF SYSTEMS

Turbopump rotors are subjected to high axial thrust loads originating from
pressure-times-area forces and fluid momentum changes in the pump and turbine. These

*Copyfighi, Gleason Works, Rochester, New York.
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loads must be known accurately, and provisions must be made to counteract them by thrust
bearings. back vanes {on centrifugal impellers), balunce drums, compensating balance
pistons. or some combination of these methods. In axial-flow turbopumps, thrust bearings
and some form of compensating balance piston have been used.

The Mark 9, Mark 15-F, Mark 25, and Mark 26 pumps incorporated the so-called series-flow
concept shown in figure 22, High-pressure fluid from pump discharge is introduced into the
balance system and flows through two variable orifices in series to a low-pressure area. Shaft
axial movement (resulting from changes in pump or turbine thrust) causes a change in
orifice gap on both sides of the piston. Resultant chunges in pressure differential across the
piston provide a force change to counteract the unbalanced load. Typical performance
characteristics are shown in figure 23, All these thrust-balance systems were designed such
that at the nominal pump operating point the only axial load on the bearings would be the
preload designed into the bearing package. Axial stops were incorporated into the bearing
package to minimize or prevent rubbing of the balunce-piston orifices.
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Figure 23 ~ Typical performance of 2 seriesflow thrust-balance system,

4%



6y

VOLUTE ASSY

|
VARIABLE HIGH- \
PRESSURE ORIFICE
VARIABLE LOW- ) b
PRESSURE ORIFICE HIGH-
fos PRESSURE SEAL
- |
- oy
STATOR ASSY 2=

77,

PISTON BALANCE RING -

PIN wm/\
LOCK PIN e

— ——————— - W

LOWPRESSURE SEAL

p

)

ROTOR ASSY
LABYRINTH SEAL

AN 4
X NO. 2 BEARING. S
NN N

TRANSDUCER

MANIFOLD

SR AN

L,
A V= >

| 5 // '\!ﬁ// 3

BEARING

MATING RING 2\

——

IMARV QEAL

i
'

| l

I

! \ |
il
1

i TLIRBINE SEAL

RETAINING NUT

EECONOARY SEAL

MATING RING

FIRST-STAGE DISK

—

Figure 22. — Series-flow thrust-balance system used on Mark 15-F pump.




Bulance-piston orifice gaps must be held to strict limits in order to achieve proper operation
of the thrust-balance system. The batance piston on the Mark 15-F pump, for example. was
designed such that the axial travel (sum of low-pressure and high-pressure orifice paps) was
0.015 2 001 in. The 0.015in. setting was achieved during assembly by custom muachining a
spacer to fit between the low-pressure seal and the support assembly (fig. 224, Preload on
the turbine end bearing (no. 2 bearing in fig. 22) was achieved by applying a specified axial
load on the rotor assembly toward the turbine end and torquing the bearing retaining nut
until the low-pressure orifice gap was zero (care had to be exercised to prevent joad
transmittal from the rotor assembly 1o the low-pressure sealy. Preload on the pump end
bearing was achieved in a similar manner with the axial load applied in the opposite direction,
These assembly procedures ( gap setting and bearing preloading) were accomplished with
the pump rotor at liquid-nitrogen femperature.

The design for the thrust-balance system used in the M-1 hydrogen pump is shown in figure
24, High-pressure fluid was introduced from pump discharge and flowed through a single
variable orifice. The system was desiened to provide a bias load toward the turbine at the
pump nominal operating point. This load was transmitted to the front bearing support
through a set of ball bearings and springs shown in figure 25, Asin the case of the previously
discussed concept. shaft axial movement caused @ change in pressure differential across the
piston to counteract the unbalanced load. Thrust reversal (e, axial load toward pump
suction) could be accommodated only up to the load capihility of one bearing in the
tandem set. because the bearing package necessarily was designed for Joad sharing in one

dircction,

The discharge flow of the thrust-balance system has been routed to a lower pressure area of
the pump both internally (Mark 15-F and Mark 26) and externally (M-13. The flow also has
been routed externally to the pump suction line (Mark 9 and Mark 255

Additional information on bearing/baluance-piston arrangements, including a parallel-flow
system, is presented in references T and 3,

2.3.4.2 MECHANICAL DESIGN

It is difficult to predict accurately the axial thrust of a turbopump rotor. The analvsis
usually involves extremely high pressure-times-area forees, and the variation in predicted
thrust magnitude thus can be significant even though inaccuracies. from a pereentuge
standpoint, are small. Thrust loads obtained from pump hydrodynamic and turbine
acrodynamic aalyses are in themselves subject 1o inaceuracies. Additionally, assumptions in
areas such as the magnitude of orifice coefficients in the thrust balance system., pressure
dropsin flow passages, and fluid rotation effects on pressure distribution (hoth in the balance
system and in the pump and turbine proper) are involved. In order o cope with these
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problems, design margins in the thrust-balance systems have been provided to permit
correction capability during the development phase of the turbopump. For example, the
balance pistons on the Mark 9, 15-F, 25, and 26 pumps were sized to handle twice the
calculated axial thrust; i.e., if the high-pressure orifice were closed, the pressure-times-area
force of the balance piston would be equal to twice the calculated pump thrust at design
operating conditions. Analytical and experimental investigations of thrust-balance system
and pressure distribution are reported in references 52 and 33.

There have been no structural problems with balance pistons per se. Stresses have been
calculated by either disk analyses or finite-element techniques, the maximum calculated
pressure differential across the piston and the mechanical design rotor speed being used for
the analysis. Stresses due to differential thermal or centrifugal growths also have been
included where necessary.

2.3.4.3 SYSTEM STABILITY

In the state-of-the-art pumps, considerable attention has been given to the stability of
self-compensating thrust-balance systems. The axial oscillations of the rotor, which occur if
the system is unstable, can cause damage to the thrust bearings and to rotating and
stationary surfaces that make contact during the oscillations. Dynamic characteristics of the
thrust-balance systems have been examined analytically either by analog simulation of the
nonlinear equations describing balance-piston motion (refs. 52 and 54) or by simplified
linear equations programmed for digital-computer solution (refs. 52 and 55).

The original balance-piston configuration designed for the Mark 9 pump functione
properly without change. Essentially the same design was adopted for the Mark 15-F, 25,
and 26 pumps. Aside from scuffing on balance-piston surfaces, the Mark 9, 25, and 26 had
no operational problems. During the development of the Mark 15-F, there were numerous
occasions of instability in the form of abrupt changes in balance-piston cavity pressure.
Hardware damage due to the oscillations normally was not of a catastrophic nature and
primarily involved heavily worn or broken carbon inserts that {originally) formed the
balance-piston orifices. This condition resulted in contamination of the bearing coolant and
overheated or heavily loaded bearings, and in several instances, in bearing failure. Although
the cause of the erratic balance-piston behavior was not explained completely, trouble-free
operation was achieved through a series of changes involving clearances, flow restrictions,
orifice insert material, and the method of orifice retention.

2.4 PUMP STATOR ASSEMBLY

The pump stator assembly as discussed herein consists of the vanes, the front and rear
bearing housings, the volute, and the cylindrical housing that encases the vanes.
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2.4.1 Vanes
2.4.1.1 PROFILE TYPES

The types of profiles used for the vanes in the state-of-theart pumps and the factors
considered in their selection are the same as those for the blades and are discussed in section
2311 The significant profile desipn parameters are listed in table HIL

24.1.2 VANE MECHANICAL DESIGN

With the exception of centrifugal foree considerations, the analysis of load, stress, and
vibration of stator vanes in axial flow pumps is identical to the rotor blade analysis (sec.
2312

Vane development problems have been similar to those that occurred with the blades.
During the early development of the Mark 15-F, there were instances of vane cracking
caused by futigue. The cracking waus dingnosed a8 the result of a vane natural frequency
resonance with the Torcing wakes off the rotor; the problem was corrected by increasing the
profile thickness-to-chord ratio at the root section of the vane. This change decreased the
steady-state stress and increused the vane natural frequencies to magnitudes above those
excituble by known forcing frequencies.

During the design of the M-1 pump. it became necessary to compromise the hydrodynamic
dusipn of the vanes in order to alleviate a potential steady-state stress problem. Note on
figure 3 that the M-T vane wias a shrouded configuration. As initially designed. the vane wis
structurally adequate to withstand the hydrodynamic loading on the profile portion of the
vane, However, the additive stress due to the differential pressure across the shroud raised
the calculuted steady-state stress to a magnitude that necessitated u profile redesien. Since it
was desirable 1o use the tooling that hud already been fubricated, the pressure and suction
surfaces of the profile were moved apart to obtain a thickness-to-chord ratio of 0.15 instead
of the original 0.10. This action required larger radii on leading and trailing edges and
resulted in an estimated 2 to 35 performamee loss for the pump.

2.4.1.3 PROFILE TOLERANCES, SURFACE FINISH, AND FILLET RADH

Design considerations associated with tolerances, surfuce finish, and fillet radii for axial
pump vanes are the same as those discussed for blades in section 2.3.1.3.

2.4.2 Vane Attachment

2421 METHODS

In the Mark 15-F and Mark 26 pumps, the vanes were machined integrally on three 1207
cyhindrical sepments that were assembled around the rotor and encased in a4 one-pivee
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volute/stator housing (fig. 26). In the Mark 9 and Mark 25 pumps, the assembly concept was
similar. The vanes, however, were integral with segmented rings (three 120° segments
comprising one stator row) with cylindrical spacers used between stator rows (fig. 27). The
M-1 mainstages incorporated individual vanes with mounting lugs that, when assembied,
were captive in cylindrical retaining rings (fig. 28). The rings and vanes were then encased in
cylindrical housings.

STATOR SEGMENT (THREE
SEGMENTS PER ASSEMBLY)

Figure 26. — Rotor-stator assembly for Mark 15-F pump.

As in the case of rotor blades, the selection of an attachment method for vanes is based on
weight, manufacturing, and assembly considerations. Note that, in the state-of-the-art
pumps, the methods selected have permitted the use of continuous cylinders for stator
housings. These cylinders preclude the potential propellant leak paths and thermal
distortion associated with an axially split housing.

2.4.2.2 MECHANICAL DESIGN

The vane attachment must be designed to transmit the steady-state and vibratory airfoil
loads to the support structure and additionally, to position and retain the vane both axially
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and circumferentially. There have been no structural problems with the attachment methods
used in the state-of-the-art pumps. The circumferential (torque) load on the stator assembly
has been transmitted to the adjacent housing by keys acting in shear (fig. 28).

Individual attachment of vanes (e.g., that in the M-1 pump) usually does not present a
critical stress problem, since only hydrodynamic loading must be transmitted through the
attachment. Additionally, the necessity of forming a continuous flow path on the outside
diameter gives the designer an appreciable arc length in which to design a suitable
configuration. Thus, the airfoil steady-state and vibratory bending moments when
transposed to the lug section of the attachment can be distributed over an appreciable
length, and the resulting loads therefore are relatively low.

2.4.3 Stator and Volute Housings

Reference 1 presents a complete discussion of flow diffusion and collectors in rocket engine
turbopumps. The material in the reference generally is applicable to both centrifugal or axial
flow pumps; therefore the discussion herein is limited essentially to the particular features
associated with the axial-flow designs.

2.4.3.1 HOUSING TYPES

The stator and volute housing is the pressure-containing structure that encases the vanes of
the axial flow stages and collects and delivers the propellant flow to the discharge line. It is
one of the major structural members of the turbopump housing assembly. it may consist of
two housings (i.e., stator and volute) bolted fogether, as in the M-1, Mark 9, and Mark 25
pumps, or it may be a single housing, as in the Mark 15-F and Mark 26 pumps.

The selection of a stator/volute housing configuration in the design phase involves
hydrodynamic, stress and deflection, weight, and fabrication considerations. Single housing
units are preferred (especially in production pumps), since a potential propellant leak path is
eliminated. All of the stator/volute housings for the state-of-the-art pumps have had vanes in
the volute proper to turn and diffuse the flow as well as to minimize hydrodynamic radial
load and to structurally tie the volute walls together. With the exception of the Mark 9, the
volute sections have had some degree of “foldover” as illustrated in figure 29. Folding the
volute permits a smaller overall housing envelope, which resulfs in lower weight.
Additionally, as noted in reference 1, a folded volute can be uftilized to obtain a
single-vortex rather than doublewvortex wmotion in the volute; this kind of motion is
particularly effective in maximizing the efficiency of a volute-exit conical diffuser and in
stabilizing performance.
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Two standard techniques have been employed in fabricating the state-of-the-art axial pump
stator volute housings: casting and welding. Ideally, the fabrication lead time and cost for a
cast housing is less than that for a welded structure. However, in practice these advantages.
which can be obtained only at the expense of additional weight. are not alwayvs achicved.
For example, steel castings were selected for the initial M-1 stator and volute housing
because a flightweight design was pot an immediate requirement (flightweight welded
Inconel 718 structures were planned for the later configurations). Considerable difficulty in
casting was encountered in the volute housing in the area of the diffuser vanes because of
core breakdown from heat, erosion. and Quid pressures of the liquid metal. Problems of
complete core breakdown were resolved. However, core erosion problems were not
completely resolved, and considerable grinding of the diffuser vanes was necessary to
achieve acceptable hydradynamic passages: The volute/stator housings for the Mark 9 pump
(other than the original design) and for the Mark 15-F, 25, and 26 pumps were builtup
welded steel structures

2432 HYDRODYNAMIC DESIGN

A complete discussion of volute and diffusion system hydrodynamic desien is given in
reference 1. The volute housings on axial-low pumps have been desiened such that the flow
from the Tast anial stage enters an exit passage and is gradually turned toward a plane nommal
to the wxis of pump rotation prior to its being collected in the volute proper. Vanes have
been utilized in the exit passage to guide and diffuse the flow and to tic the volute walls
together structuratly. In the M-1, additionat diffusion was accomplished between the 10-in.
discharge section and the 12-in. discharge pipe attachment: in the other axial pumps. the



mean velocity in the volute was the same as that in the discharge pipe (i.e., there was no
conical diffusion section). The diffuser vanes have been designed for zero incidence at the
design flowrate, the vane angle and area distributions being chosen to minimize friction
losses while maintaining a specified vane loading (maximum diffusion factor). The volutes
proper have been designed on a one-dimensional basis with approximately constant velocity
(ref. 56).

2.4.3.3 MECHANICAL DESIGN

The assembled volute, stator housing, and bearing housings form the structural foundation
of the turbopump. From a stress standpoint, the volute/stator housing assembly must be
designed to withstand internal pressure, stator assembly axial and circumferential loads,
flange and mount reaction loads, and inertial loads. Sufficient rigidity must be provided so
that housing deflections do not adversely affect bearing alignment, balance-piston orifice
clearance, or blade and vane tip clearances.

Internal pressure and the pump stator axial and circumferential loads are determined from
the hydrodynamic analysis. In order to account for increased internal pressure loading due
to vehicle acceleration, engine excursions, and pressure oscillations and surges, a volute
design pressure greater than that determined from the hydrodynamic analysis is used (an
increase of 20% is typical). Flanges for propellant line connections must be sized to react
both symmetric and asymmetric loads from possible line installation misalignment, line
pressures, differential thermal growths, and line inertia forces. Turbopump mounts may be
located on the volute/stator housing: in this case, rotor thrust loads and turbine stator
assembly loads are additionally imposed on the housing assembly. Mount loads generally are
of considerable magnitude, and the structure at the mount points must be designed to
minimize deflections that could cause rubbing between stationary and rotating components.

The volute usually is the more critical from a structural standpoint. Stresses in volutes have
been determined analytically by two approaches. In the f{irst, the most critical cross section
of the volute is represented by a simplified model consisting of rings, plates, and beams on
elastic foundations. The deflections and rotations at the junctions are matched, and the
equations are solved for moments and stresses. In the second approach, the volute shell is
treated as an axisymmetric- thin shell of revolution, and computer programs for either
finite-difference or finite-element analysis are used to determine the volute stresses (refs. 57
and 58, resp.). The second approach has demonstrated reasonable accuracy when solutions
were compared with test results.

Proof-pressure testing has been specified as a normal part of the manufacturing process on
state-of-the-art volutes and stator housings. Because of volute complexity, new volute
designs generally have been subjected to complete structural testing to verify the stress and
deflection analyses. '
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2.4.4 Bearing Housings

2441 TYPES

The primary function of the bearing housings is to provide and maintain radial and axial
positioning and support to the turbopump rotating assembly. All state-of-the-art axial
turbopumps have been supported at two bearing locations such that the axial pump s
cradled between the bearings, with the inducer outboard of the front (pump end) bearing
and the turbine outhoard of the rear (turbine end) bearing. Al of the front bearing housing
designs have incorporated the vanes for the stator row of the inducer stage. Additionally,
housing assemblies have included bearing spring packages, seal packages, axial bearing stops,
and turbopump mounis,

Bearing housing types can be classified in terms of the depree of radial stiffness at the
bearing mount (i.e., rigid or flexible). The bearing housing itself will in general be the same
for either type. with the desired desipn stiffness being attained locally in the bearing carrier.
Reference 6 presents a discussion of bearing mounts and their influence on critical speed.

Welded structures of 300-sserics CRES castings or forgings have been utilized in all
state-of-the-art housings with the exception of the M-1 rear bearing housing, which was
machined from a single casting. As with the M-1 volute and stator housing. flightweight
desizn was not an immediate requirement for the M-I bearing housings,

2442 MECHANICAL DESIGN

As indicated in section 2.4 .3, the assembled stationary components form the structural
foundation of the turbopump. A< a part of this assembly, the bearing housings are subjected
to the axial and radial loads of the turhopump rotor, internal pressure, thermal gradients
{(which can be severe in the turbine end housing), and the external loads reacted at the
flanges or turbopump mounts. In the design, particular attention is given to radial and axial
alipnment and deflection of the homsings. Radial deflections must be minimired so that the
desired blade and vane tip clearances are achicved. Axial rigidity is necessary to maintain
desired clearances for the thrust balance piston and, in those designs with axially preloaded
bearings. to maintain the proper bearing foad.

The rotor radial loads that must be reacted by the bearing housings are discussed in
reference 6: the reference also includes discussion of bearing housing radial spring rate and
its effect on turbopump rotating-assembly critical speed. Rotor axial thrust loads that must
be reacted by the housings are determined during the thrust-balimce-system analysis {sec.
2.3.4) and include flight inertia loads of the turbopump rotor assembly. The design of the
Mark 9, 15-F, 25, and 26 pumps was such that axial thrust toward pump suction was
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transmitted to the turbopump housing assembly by the front bearing housing and thrust
toward the turbine was transmitted by the rear bearing housing. Axial thrust in the M-1
pump was reacted only at the front bearing housing through a triple set of ball bearings and
spring system, as shown in figure 25.

In general, the complexity of the bearing housing structure has made a precise analytical
stress analysis of the total structure difficult. Stress analyses have consisted primarily in
calculating local stresses that, in the opinion of the designer, could be of significance (e.g.,
inducer-vane stresses in the front bearing housing, stress due to mount reaction, and local
flange stresses).

2.4.5 Housing Interfaces and Static Sealing

2.4.5.1 INTERFACE AND SEAL TYPES

The components making up the pump housing assembly are bolted at the interfaces.
Structural continuity must be maintained across each of the interfaces during pump
assembly and operation. Particular attention must be given to (1) diametral tolerances and
concentricities that provide proper alignment of rotor to stationary components and (2}
sealing that must reliably prevent propellant leakage.

Radial positioning in general has been accomplished by using an interference fit on the
diameters of the mating flanges with the parts assembled at different temperatures to ease
the buildup problems. The M-1 had three housing inferfaces between the front and rear
bearings. In this case, the machining that affected the rotor and stator clearance and
concentricity was accomplished on subassemblies (i.e., the front bearing support and
mainstage stator housing were machined as a unit, and the volute and rear bearing housing
were machined as a unit). Axial positioning of the rotor relative to the stator in general has
been accomplished by using shims during the final pump assembly.

Reference 59 presents a detailed discussion of static seals for liguid rocket engines. The
types of seals that have been used in axial pumps are illustrated in figure 30. The interface
design at the seal is dictated by the seal type and in general is specified by the seal
manufacturer. Note that the M-1 axial pump utilized redundant seals (i.e., double conical
seals with a monitoring port between the primary and secondary seals). During testing of the
M-1, leaks developed in some of the joints, and in those cases where both the primary and
secondary seal leaked, a helium purge was introduced through the monitoring port to
prevent hydrogen leakage to the atmosphere. Reference 60 indicates that the leakage
problems were associated with the difficult tolerance stackup of the double-sealed joints
and with possible creep of the material, which was subjected to high loading for a long
period of time.
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2452 MECHANICAL DESIGN

A tight interface joint must be maintained for all load conditions. The bolt preload at
assembly therefore must be great enough to ensure an adequate joint preload under all
probable combinations of separating loads and thermal effects without exceeding allowable
stresses in the bolt or flange at any of the probable combinations. Interface loads typically
have been examined for the assembly conditions, for the pump steady-state operating
conditions, and for transient temperature conditions. Each interface must be examined
carefully to ensure that all potential loading is included in the analysis (e.g., pressure
separating load, propellant line misalignment, and inertia loads that must be transmitted
through the interface to the turbopump mount).

The interface joint is analyzed as a spring system. The elastic stiffness of the parts making
up the joint are calculated for the environmental temperature condition being investigated
and a spring model is used in determining the loads and stresses in each of the interface
parts. Stresses and expansion or contractions resulting from thermal effects are included in

the analysis.

Measurement of applied torque (torque wrench) is the most common method of achieving a
required bolt preload at assembly. However, the uncertainties in friction coefficients
normally result in a preload that can vary by a factor of 3 or 4. This condition means that
each part in the joint assembly must be capable of withstanding a load 3 or 4 times the
required preload.

Preload range can be minimized by measuring deflection of the tension or compression
parts. This method is time consuming but may be warranted in critical assemblies. It has not
been necessary to use this method in the stationary components of axial pumps.

2.5 MATERIALS

The materials utilized in the major components of axial pumps are noted in table IV. As
stated previously, all of these pumps were designed for liquid-hydrogen applications. Thus
the selection of materials was based on material properties at liquid-hydrogen temperature.

Relative merit of candidate materials has, in general, been evaluated on the basis of
strength-to-weight ratio, ductility, fatigue strength, thermal expansion characteristics, and
susceptibility to hydrogen-embrittlement failure. In flightweight designs, alloys with high
strength-to-weight ratios are desirable in order to keep the pump weight low. Candidate
alloys additionally must have adequate ductility in order to avoid fracture-type failure under
steady stress conditions. In components such as blades that are exposed to significant
steady-state and vibratory-stress conditions, fatigue strength is a consideration. Material
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thermal-oxpanddon rates must be condddered in those components having a eritical interface
(e.g. bearings in a bearing housing), since a prescribed fit at both assembly and operating
conditions is required. Consideration additionally s given to fabrication processes and
operating environment in which hydrogen could be absorbed into or otherwise contaminate
the muterial and result in hyvdrogen embrittiement and subseguent failure,

Considerable materiad property data have been obtained during rocket engine development
proerams. Much of the work done in support of crvogenic pump and other component
developmont is reported in reforences 61 through 66, Thus, the discussion herein is imited
1o some of the more sipnificant material problems that have occurred with axial pumps.

As noted previoushy, the M-1 rotor structure consisted of four forgings that were TIG
welded to form g one-picce rotor. Extensive development work was conducted to establish
welding and inspection procedures for the weldments (ref. 643 One pump rotor was
fabricated and utilized in hiquid-hydrogen turbopump testing. This rotor had known weld
defects prior to the test program. Post-test examination of one of the rotor weldments
indicated that nearly all of the defects propagated during testing (ref. 603, The effect that
these defects would have on long-time operation of the rotor waus not established. however,
becitise pump testing was discontinued when the M-1 engine program was terminated.

As indicated in table IV, tdomiom slloy ATIOAT-ELT was ptilizved for the AM-] trangition
rotor. Moechunical-property tests conducted on the forgings indicated the elongation to be an
unacoeptably Jow 1 opercent at lguid-hiyvdrogen temperature. It was determined  that
excessive hvdrogen content in the forgings was responsible for the low ductility. Elongation
of 10 percent at liquid-hydrogen temperature was achicved by degassing the forgings in a
hard vacoum 1o lower the hydrogen content {refl 675

Carbon wias used initially as the orifice insert material on the Mark 15-F thrust-balunce
syatem. This choice was made in order to avoid galling during contact of the balunce piston
and orifice insert. As noted previoushy, contact during pump operation was sufficient in
some instances to break the carhon, The carbon particles contaminated the bearing coolant
flow and a1 times resulted in bearing failures. To prevent these impact-type failures, the
muterial was chaneed to feaded bronze, as noted in table 1V,

2.6 SAFETY FACTORS

The varous organizations responsihle for the structural design of @ turbopump or other
propulhion system component employ individuad munuals that contain comprehiensive
desien instractions and policies on safety factors, Values for sufety fuctors are specified by
cither the desien organization or the responsible contracting agency. Tenms used in
structaral desisn of pumps in general have been consistent with acronautical engineering
practice, but occasionathy the definitions have differed from organization to organization. It
is appropriate therefore 1o define the terms as used in this document and to indicate 1y pical
values Tor safety factors that have been utilized in the desiegn of axial pumps.
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Table V. — Materials Used for Major Components on Axial-Flow Pumps

Pump Configuration
Component Mark 9 Mark 15-F Mark 25 Mark 26 M-1
Material
Rotor 310 K-Monel K-Monel Same as Inconel 718
Mark 15-F

Blades 310 K-Monel K-Monel Mainstage:
Inconel 718;
transition:
Ti A110-AT-ELI

Volute 310 310 310 304 ELC

Stator housing 310 (Integral 310 304

with
volute)

Vanes 310 310 310 Inconel 718

Front bearing 310 310 310 347

housing

Rear bearing 310 310 310 304

housing

Balance piston Al 2024 K-Monel Inconel 718 Al 7075-T73

Balance piston Flame-plated Leaded Silver-plated 304

orifice tungsten bronze 310

carbide on
310 |

Limit load. — The limit load is the maximum specified or calculated value of a service load
or service pressure (excluding hydrostatic-proof-test pressure) that can be expected to occur
under (1) the maximum 3-standard-deviation (3-sigma) operating limits of the engine or
vehicle including all environmental and physical variables that influence loads, (2) the
specified maximum operating limits of the engine or vehicle, or (3) the maximum engine or
vehicle operating limits defined by a combination of 3-sigma limits and specified operating
limits.

When there is uncertainty in the specified load or lack of 3-sigma data on conditions, a

limit-load factor (a multiplying factor > 1) is applied to the specified or calculated
maximum load. The following factors have been used in axial-pump design:
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Type of load Limit-load fuctor

Centrifugal load due to rotation {imit load fuctor is applied
to rotational speed: result is sometimes called mechanical

desipn speed: i
Load on blides due 1o fluid forees 1
Structural load due to internal pressure 1.2
Load induced by thermal expansion and contraction 1.0
Inertial load due 1o engine thrust and gimballing 1.5

Dedgn safety factor, - The desden safety Bwotor 8 an arbitrary multiplior tor dividery greater
thun 1 applicd in desirn 1o account for desipn uncertaintios, c.g., variations in materiad
properties fabrication quality, and load dicivibutions within the strocture.

Dedien load (or pressure). - The desipn load (or pressurey is the prodoct of the it load tor
pressure and the desipn safety fuctor

Dresipn stress. The dosion stross is the stress, inoany structurad element, resulting from the
application of the design load or combination of design loads. whichever condition results in

the highest stress

Allowable load {or stressy, - The alowable load {or stressy b the load that, i exceeded in
the shightest, produces failure of the pump structural element under consideration. Failure
nuny be defined as buckling, viclding, ulumate, or fatigue fuilure, whichever condition
prevents  the component from performing its intended  function. Allowable Joad s
sometimes referred o8 oriterion Joad or siresa allowable stress s equivalent 1o mateniyd
strength.

Murgin of safety. - The marein of safe v (351 i the fraction by which the sowable oad or
siress exeeeds the desien load or stress. The marsin of safety indefined

.
M= —
R
where B s the ratio of the desien load or siress 1o the allowable Joud or stress.

Material endurance Hmits, The materid endurance it Gabo called futigue mity s the
maximum alternating stress that the material can sustain for an infinite number of cyeles.
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Proof pressure. — Proof pressure is the tfest pressure applied to a component to partially
prove the adequacy of design and quality. The proof pressure is the product of the limit
pressure and the proof-pressure factor. When proof tfesting at the design operating
temperature is not feasible, the proof-test pressure is adjusted fo compensate for the
difference in material strength at operating temperature and the temperature at which the
proof testing is conducted. Components that are to be subjected to proof-pressure tests are
designed such that detrimental deformations do not occur during the proof test. Care is
exercised in the design of the proof-pressure fixture to ensure that loading is properly
simulated.

Proof-pressure factor. — Proéf—pressure factor is a multiplying factor applied to the design
pressure to obtain the proof pressure. A value of 1.2 typically has been used in festing the
state-of-the-art axial pump components.

In practice in the design of axial pumps, a typical value for design safety-factor for yield
(based on 0.2% offset) has been 1.1;the typical factor for uitimate has been 1.5. The safety
factor for fatigue, expressed as a ratio of material endurance limit to allowable alfernating
stress, typically has had a value of 1.33; the fatigue factor based on cycles to failure has had
values of 4X predicted cycles for low-cycle fatigue, and 10X predicted cycles for high-cycle
fatigue; i.e., the number of cycles to failure should be 4 or 10 times the number of predicted
operating cycles.
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3. DESIGN CRITERIA and

Recommended Practices
3.1 OVERALL TURBOPUMP DESIGN

3.1.1 Turbopump Speed

Desipn criteria and recommended practices involved in selecting turbopump speed are

presented inreference 7.

3.1.2 Turbopump Rotor Dynamics

Analviical  prediciions of  gwrbopump rotor dymamics sill verify that
wnaceeptable critical speeds or speeds at which selt-excited nonsynchronons whirl
occur do pol exist in the operatiing-speed range

An analvtical model of the complete turbopump rotating assembly and support system
should be formulated and utilized to predict critical speeds and the threshold speed of
non-synchronous whirl (for rotors designed to operate shove the fint critical). References 6.
12, and 13 provide recommended smalytical modeling techniques. Recommended margins
between operating speeds and critical speeds are given in reference 6.

3.2 STAGE DESIGN

3.2.1 Realm of Operation

Thie selection of g panip 1vpe 1o satistv given desigin and of (-design head and flow
reguirenzents shall be baved on examination of stage and fotal pump specitic
specd  versus configuration  and - efficicney refationihips, aperating rauge
capahilitics, uprating poteatial, probable weights, and probable costs

Reference 7 presents a complete discussion of the design considerations, design criteria, and
recommended  practices associnted with the selection of the various types of pumps for

rockel enpine apphcation

I i recommended that an anial confizuration be considered when stage specific speeds are
ahove approximately 3000 and when throttdeability and wide fined-speed flow range are not
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required. Additionally, it is recommended that a detailed examination of the axial-pump
capabilities be made whenever pump uprating is a design requirement and the specific speed
is appropriate to both the axial pump and the centrifugal pump. The axial pump, in which
the addition of stages is relatively straightforward, is recommended when the competing
centrifugal pump requires an additional stage to satisfy the uprating requirement.

3.2.2 Stage Hydrodynamic Design

The stage design shall reflect an acceptable compromise among hydrodynamic
requirements, mechanical requirements, and overall pump configuration
requirements.

The flow model used in the hydrodynamic design of axial-flow stages should approximate
the three-dimensional real flow condition. It is recommended that design practices for
axial-flow compressors be followed; in this approach, average flow conditions in the
blade-to-blade planes are used to represent the flow in the hub-to-tip plane (ref. 18).

Prior to final selection of the detail stage hydrodynamic design, a parametric study involving
flow coefficient, hub/tip ratio, and blade tip speed should be made so that an acceptable

pump mechanical configuration is achieved. It is recommended that the following be used as
guides in the parametric study:

® The stage design flow coefficient should not be less than 0.25.
® The stage hub/tip ratio shouid not be greater than 0.9.
e For stages with high hub/tip ratios (> 0.8), the blade design tip speed should be

less than 1700 ft/sec for high-strength titanium alloys and less than 1500 ft/sec
for high-strength nickel-base alloys.

3.2.2.1 BLADE LOADING, STALL MARGIN, AND EFFICIENCY

3.2.2.1.1 Blade Loading and Stall Margin

Design-point blade loading shall reflect an acceptable compromise of stall margin
and efficiency. '

It is recommended that the diffusion factor {egs. (5) and (6)) be used as a measure of blade

loading. For a given application, the stall-margin requirement of the pump will greatly
influence the selection of the design-point diffusion factor. Stages designed for optimum
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efficiency shopld have 3 maximum design-point diffusion factor between 0.45 and 0.55 (at
any radius on cither the rotor or stator), For pumps in which a2 minimum number of stages
i desired, o dedpnpoint diffusion fuctor between 6.55 and 0.60 may be selected #f
stallb-murgin requirements permit

3.2.2.1.2 Stage Efficiency

Predicted stage efficiencey shall take into account losses due to profile, end-wall
Jrivtion, and sceondary flow,

It i recommended that cascade, compressor, and pump experimental data be used in
predicting profile losses, as illustrated in figure 8. Data for axial-flow-pumps with highly
stageered blades (ref. 223 do not compare fuvorably with results shown on figure §,
particularly in the tip region, and therefore care should be exercised in applying figure-8
dulis 1o highly stageered blading. Buata for double-circulur-are and multiple-circular-are blades
with high stagger angles are reported in references 23 through 26,

Predictions of endawall-friction {annulusy Joss and secondarv-flow loss, including tip
clearance loss, should be added to the profile loss to obtain the overall stage efficiency. The
nuenitude of these losses can be estimated by methods presented in references 68 and 69.

3.2.2.2 VELOCITY DIAGRAMS

The radich paticrn of flow and the type of velocity diagram shall be based on a
suftable compromive  of stage headrise, stage  efficiency, and  stall-margin
regitirements

A freevortex flow pattern with g symmetrical velocity disgram 3t the mesn radius s
recommended for designs having hub/tip ratiog greater than 0.8, I it becomes necessary or
desirable to use huh'tip ratios less than 0.8, the design should be examined to determine if
alternate flow patterns might offer a more suitable compromise.

In the preparation of the velocity diagrams, the compressibility of the pump fluid.
recirculation of bearing coohimt and thrust-baluncesystem flow, and chunnel ares reduction
due to end-wall and blade-surface boundary Livers should be considered. 1t is recommended
that, for liquid-hvdrogen pumps, density increases in excess of 6 percent be accounted for,
preferably by lincar taper in the flow path: the magnitude of the density change can be
estimated by the method presented in reference 7 (pp. 99-102) As indicated previously,
arca reduction due to boundary lavers normally is accounted for by using a blockage factor
whose magnitude depends on the particular desien as well as the desien method being used.
The fuctor should be selected by the designer on the basis of experience with similar designs.
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Caution should be exercised because, as pointed out in reference 18, indiscriminate use of
correction factors can lead to a design that is as poor or worse than one in which
boundary-layer corrections are ignored completely.

3.2.2.3 BLADE ANGLES

Fluid turning, as a function of radius and as defined by fluid incidenceé, blade
camber, and deviation angles, shall properly reflect the design velocity diagrams.

The selection of incidence angle is dependent on the specific application; e.g., optimum
incidence from a cavitation standpoint will not necessarily be the same as that for minimum
loss. Thus, a recommended magnitude for incidence angle is inappropriate. Acceptable
procedures and guides for selecting incidence angles are given in references 18, 27, 68, and
70. References 23 through 26 provide data and correlations that extend the range of
minimum-loss incidence rules given in reference 18,

Methods for calculating deviation angles are given in references 18, 27, 31, 68, and 70.
Accurate prediction of the deviation angle is extremely important in achieving an acceptable
design. In view of its successful use in the design of the Mark 9, 15-F, 25, and 26 pumps, it
is recommended that the deviation-angle rule given in section 2.2.2.3 be used for
nonstandard profiles having design parameters similar to those in table HI. The deduced
deviation-angle rules of reference 18 are recommended for NACA-series profiles and may
also be used for standard double-circular-arc and C-series profiles. References 23 through 26
provide data and correlations that extend the range of deduced deviation-angle rules for
double-circular-arc profiles; these references also provide performance and turning-angle
correlations for multiple-circular-arc and slotted double-circular-arc profiles.

3.2.2.4 SOLIDITY

Solidity shall be within the range of values for which experimental daia are
availuble or which have been successfully demonstrated in axial-pump applications.

No exact rule for selecting a value for solidity can be specified. On the basis of magnitudes
that have been demonstrated in axial-pump applications {table I}, it is recommended that
solidity selected be within a range of approximately 0.75 to 1.9. High-solidity stages, which

are desirable for achieving high ideal headrise, should be analyzed to ensure that the
efficiency degradation associated with increasing solidity is at a tolerable level (fig. 9).

3.2.25 CAVITATION

The pump mainstage shall not be subject to cavitation.
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It is recommended that the inducer be desipned to provide sufficient head to avoid
cavilation in the initisl mainstage Tor ol anticipated pump operating conditions. Adeguacy
of the initiad mainstage s free from cavitation should be determined from cavitation-fest
dats for similar desions or from analyvsis of fluid velocitios on the blade surface.

3.2.2.6 OFF-DESIGN PERFORMANCE

The pump stall poivt at any operating speed shall be at a flowrate less than tha
anticipated during cither transicnt or steadyv-state pump operation

For designs with hubtip ratios greater than 0.8, it is recommended that a diffusion fuctor of
§.73 or 3 retardation factor of 0.50 41 any radius on cither the rotor or stator be assumed as
the condition at which stall will occur. I is further recommended that a diffusion factor of
0.70 or a retardation factor of 0535 be used as a permissible operating condition
corresponding to the minimum-flow-cocfficient requirement of the pump.

3.2.2.7 CLEARANCES

3.2.2.7.1 Radial
Radidd tip clearanees an the Blades aud vanes shall mbninize fead Fosves

O recommended that o radind tip cleanunce of not more tum 2 percent of the blude or
viune height be used as an operating clesrance, The cleasrance analysis should include offects
of deflection due to rotor imbalance Gund hydrodynamic pressure imbalance it applicabley,
rotor and blade centrifupal growth, frame and howsing deflections, component differential
thermal contractions, and rotor dyvpamics effects.

3227.2 Axid
Axidd charpees shath mhininize wabe effveiy o aedfacent Blade or vase rows

H i recommended Hug an operating axial clearance between a blade for vaned row and the
succeeding vane (or bladed row be ot least 10 percent of the chord fength of the upstremm
row. FThe clesranee anabvsds should indlude effects of assembly dimensionad tolerince
stuchup, blude bt in axial direction G used)y, tip deflection due 1o steady-state and
vibratory Joads, rotor thrust-bearing deflection, frame deflections, rotor Polsson effect, and
component differential therma! contractions,



The axial clearance recommended above is consistent with and is a necessary condition in
the blade design practice outlined in section 3.3.1.2.3. Deviation from this clearance value
may be desirable if, for example, the initial mainstage blade row is preceded by a long-chord
inducer stator. A smaller axial clearance (i.e., less than 10% upstream chord) would increase
the amplitude of the load fluctuation and would require that appropriate methods
referenced in section 3.3.1.2.3 be utilized in designing the blade from the vibration
standpoint.

3.3 PUMP ROTOR ASSEMBLY

3.3.1 Blades

3.3.1.1 PROFILE TYPES

The blade profile shall (1) produce the desired fluid turning with required
blade-surface velocities and (2) provide the blade with adequate structural
strength.

The selection of a profile type will depend on the particular application. To reduce
cavitation to a minimum, improve stall margin, and reduce profile losses, avoid excessively
high blade-surface velocities; a maximum suction-surface velocity no greater than 1.25 times
the relative inlet velocity is recommended. Double-circular-arc profiles or nonstandard
profiles designed to achieve the prescribed velocity distribution are recommended for
mainstages where avoidance of cavitation is the predominant consideration. Of the common
standard profiles (the NACA 65, British C-4, and double-circular-arc), the British C-4 offers
the maximum section modulus for profiles having the same camber, chord, and maximum
thickness-to-chord ratio. Thus, if standard profiles are utilized and maximum blade strength
is required, the British C-4 profile is recommended. If the NACA-65-series profile is utilized,
the trailing edge should be thickened over that defined by the standard thickness
distribution.

As a general aerodynamic maxim, the best profile is the thinnest (ref. 43). It is
recommended that a maximum thickness-to-chord ratio of 0.13 be used as an upper limit,
with ratios of 0.10 or 0.11 preferred. If excessive bending stresses exist, structural adequacy
should be achieved by increasing the chord length with maximum thickness-to-chord ratio
held constant (within solidity limits).

Leading- and trailing-edge radii should be kept as small as possible within the limitations

imposed by structural and manufacturing considerations. At subsonic speeds, a total
trailing-edge thickness up to about one-quarter of the blade maximum thickness (i.e.,
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traiting-edgee radius equal 1o one-cighth of maximum thickness) should have little effect on
acrodynamic performance {ref. 43) It is cautioned that a specified fluid outlet angle is
demanded. and excessive tolerance within the above limit may not fulfill the outlet-angle
regqtrement.

3.3.1.2 MECHANICAL DESIGN

3.3.1.2.1 Suuctural Strength

The mechanical desien of axial-flove-pump blades shall be based on the combined
effects of contrifugdd, steadvestate hydradynamie, and vibratory loads

It is recommended that the steady-state stress due to centrifugal Joads he determined at a
mechanical design speed that is at least 10 percent above the nominal desien speed. Thixs
stress should be combined with the maximum steady-state stress due to hydrodynamic
(Nuid forced load (a¢ determined from an examination of the nominal and off-desien
requirements of the pump) fo establish the maximum steady-state stress magnitude.
Vibratory stress should be determined and combined with this maximum steady-state stress
nugnitude in accordance with the criteria and practices in section 3.3.1.2.3.

3.3.1.2.2 Stress Distribution

The stross anadysis shall identify the maxinnon stress condition and the stress
distribuetion jn the blade.

Stresses should be determined at a number of longitudinal {along the stacking axis) sections.
and this determination should include an examination of the stress at the blade leading edge,
trailing edge, and at the outermost point on the convex surfuce (see fig. 14); for cantilevered
bludes, the greatest steady-state stress usually is at the section where the blade is tangent to
the roat fillet radius. The stresses listed below should be considered. although some may be
negligible for a particular design because the magnitudes vary with blade peometry:

& Normal stress due to centrifugal foad

& Normal stress due to hydrodynamic bending moment

& Shear stress due fo direet hydrodynamic Joad

® Normal and shear stresses due to untwist forees resulting from centrifugal load
(on twisted airfoils) and hydrodynamic moment about the airfoil stucking line.
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® Normal stress due to bending moments resulting from blade stacking-line tilt or
offset.

If the direct and torsional shear stresses for the particular design are appreciable, it is
recommended that the principal stresses be determined and that the Mises-Hencky theory of
failure (distortion-energy theory) (ref. 71) be used to calculate an “effective” stress for
comparision with uniaxial material property data.

3.3.1.2.2.1 Blade Tolerances

The stress analysis shall consider the effects of blade tolerances on stress
magnitudes and natural frequencies.

The blade stress analysis should be conducted for that tolerance condition that gives
maximum stress. This condition usually occurs when the hub section is at the minimum
tolerance and the tip section is at the maximum. In the vibration analysis, it is
recommended that the frequency range that could result from maximum and minimum
tolerance conditions be used in licu of the natural frequencies for a nominal blade.

3.3.1.2.3 Vibratory Stresses

The predicted stress state of the blade shall be less than the allowable alternating
stress.

Predicted steady-state and vibratory stress on the blade should be within the limits of
material property data as defined by modified Goodman diagrams. Modified Goodman
diagrams should be based on adequate safety factors applied to yield strength, ultimate
strength, and endurance limit. It is recommended that the allowable alternating stress line of
the diagram be constructed as shown in figure 31, with safety factors of 1.33 on fatigue, 1.5
on ultimate, and 1.1 on yield. Note the additional conditions set forth in sections

3.3.1.2.3.1 through 3.3.1.2.3.5.

In view of the uncertainties involved in predicting vibratory stresses, proceed as follows:

(1) Assume a vibratory-stress magnitude equal to the steady-state stress due to
hydrodynamic load. This magnitude should then be multiplied by a
stress-concentration factor appropriate to the fillet at the root section of the
blade. Section 3.3.1.3.2 provides criteria and recommended practices for the
design of fillets.
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Figure 31, — Moditied Goodman diagram iflustrating safety factors.

(2} The stress state defined by the predicted steady-state {centrifugal plus fluid

(3)

forcesy stress and the vibratory stress determined in (1) above should be plotted
an the modified Goodman diapram as shown in figure 16,

Desiens in which the stress state falls below the allowable alternating stress line
are considered acceptable. If the point falls above the line, the blade geometry
should be changed to reduce the predicted steady-state stress until an acceptable
desien s achicved.

The preceding practice neglects damping and is based on the premise that the nonresonant
vibratory stress can be determined by the product of the steady-state stress due 1o
hvdrodynamic load, the amplitude of load fluctuation due to wakes from the upstream
blade row, and the vibration maenification factor at the given wake-to-blade natural
frequency ratio. Specifically, for the practice outlined. the following conditions must be

mels

(h

(3

The axial spacing between the blade row being analyzed and the upstream blade
row should be equal to or greater than 10 percent of the upstream blade chord.

The first nataral frequency of the blude should be such that resonance due to
wikes from the upstream blade row will not occur below a pump speed which is
at least 135 percent above the mechanical design speed. Additionally, a 15-percent
margin on speed should be maintained between the second harmonic of the wake
forcing frequeney and any of the blade natural frequencies (fig. 17).
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It is recognized that it will not always be possible to apply the above practice — for
example, in an axial pump with a wide operating range. In such cases, it is recommended
that vibration amplitudes {and stresses) be estimated by the methods outlined in reference
41 or 42. Additionally, it is recommended that the designer consulf references 72 and 73 to
assist in the solution of design problems that might arise in a specific application. These
references contain extensive bibliographies on the subject of blade stress and vibration.

3.3.1.2.3.1 Fabrication Effects

The stress analysis shall include the effects of manufacturing processes on material
properties.

The material ultimate strength, vield strength, and endurance limit used in the design of the
blades should be obtained from specimens that reflect the effects of manufacturing
processes and surface finishes used for the manufactured blade.

3.3.1.2.3.2 Geometric and Environmental Effects

Calculations of blade natural frequencies shall include the effects of blade
geometry and environment.

Analytical models that include geometric effects (i.e., taper, pre-twist, and camber) as well
as the effect of centrifugal force should be employed (e.g., ref. 72). Additionally, the
following should be considered:

Base fixity: The degree of base fixity depends on the type of attachment, and the
judgment of the designer should be used for the specific design being analyzed.
Experimental data for the M-1 dovetailed rotor blades are shown in figure 32. Note
that at base loads equivalent to nominal design speed, the blade could be assumed {o be
“builtin” at the base.

Virtual mass of the fluid: Fluid virtualimass effects depend on the blade geometry and
the mode of vibration. Methods for determining the magnitude of this effect are given
in references 74 and 75. In figure 33, experimental data (from ref. 74) for a
10-times-size Mark 15-F stator vane vibrating in air, oil, and water are compared with
the results of the analytical-prediction method of reference 75. Note that in liquid
hydrogen the effect will be small, but with denser fluids the frequency reduction is
significant.

3. 3.1.2. 3.3 Verification (}f Natural Freguencies

Vibration testing of prototype or actual blades shall verify the calculated blade
natural frequencies.
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In view of the uncertainties involved in predicting the natural frequencies of low-aspect-ratio
blading, it is recommended that bench testing be conducted on prototype or actual blades
through a frequency range sufficient to encompass the known potential forcing frequencies
within the pump. In the use of these frequencies in the vibration analysis, experimental
magnitudes should be modified to account for operational and environmental effects (i.e.,
centrifugal effect, change in modulus of elasticity, and fluid virtual-mass effects).

3.3.1.2.3.4 Resonance Margin

Blade natural frequencies shall be separated from potential forcing freqzse;zcies'by
adequate margin under all conditions.

Campbell diagrams should be used to determine the proximity to resonance of blade natural
frequencies with potential forcing frequencies. Figure 17 shows the recommended

proximity-to-resonance margins applicable.

In addition to forcing frequencies due to wakes from adjacent blade rows, the pump should
be examined for other sources of excitation (e.g., thrust-balance system or bearing-coolant
return-flow ports).

3.3.1.2.3.5 Self-Excited Vibration

Blade size shall preclude self-excited vibration.

It is recommended that the empirical frequency-parameter rule noted below (adptd. from
ref. 39) be used to avoid seif-excited vibration:

=2t >
£ wi i.6 {(16)
z?ffg} C
=27 > 033 a7
Wy

where
£, = torsional frequency parameter

f, = first torsional frequency, Hz
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f, = first flexural frequencey, Hy
C = blude chord length,
wy = fluid relstive velocity at stall mid-radius, ft/sec

. = flexural frequency parameter

3.3.1.3 PROFILE TOLERANCES, SURFACE FINISH, AND FILLET RADI!
3.3.1.3.1 Tolerances and Surface Finish

FProfile roleranees and surfaee finid shafl nor adversely affeer blade hydrodyvnamic
perfornianee or struetural adequacy,

it is recommended that 3 maximuom tolerunce of 2 0.002 in. be specified on the basic profile
with the restriction of 3 smooth and continuous fairing in both the frunsverse and
fongitudinal direction. Blade angles should be held within 137,

The specification of surface finish should consider the manufacturing technique that will be
used in producing the blades, Surfuce finishes of 63 pin. rms or betier are recommended.
Transverse polish marks should not be permitted.

“Out-of-spec” parts. There is evidence from the 1.2 engine program (Murk 15-F pump)
that local conditions that do not mect specifications {Mout of spec™y usually are of smuall
copsequence hydrodynumically, On the other hand, small deviations that previil in all the
rotor or stutor blades, especially in the trailing-cdee region, can seriously affect the
hvdrodyvinamic performance. In no case should an sut-of-spec condition that would affect
structural infegrity be accepted.

3.3.1.3.2 Fillet Radii

Filler radii shall be as small as possible within the limits imposed by structural
consfderations

A fillet radiug equal to the maximum thickness of the blade is recommended. Availuble
information tref. 481 indicates a stress-concentration factor of approximately 1.1 would be
applicable for the recommended fillet-1o-blade thickness ratio for use in the blade desien
practice outlined in section 3.3.1.2.3. The reference noted ahove or other suitable daty
should be psed In atessing stress-concentration factors for other filet-to-blude thickness
ratios.
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3.3.2 Blade Attachment

3.3.2.1 METHODS

The blade attachment method shall reflect an acceptable compromise of weight,
manufacturing, and assembly considerations.

An appropriate method for attaching the blades depends on the particular pump being
designed. A single practice therefore cannot properly be recommended. A configuration
study in which assembly, weight, and manufacturing (cost) considerations are evaluated
should be made during the conceptual or preliminary design phase of the turbopump. The
use of mechanically attached blades should receive consideration in applications requiring
large production lots (potential lower cost at the expense of weight). If mechanically
attached blades are selected, provision should be made to prevent incorrect assembly.

3.3.2.2 MECHANICAL DESIGN
3.3.2.2.1 Structural Strength

For mechanically attached blades, the attachment shall withstand loading
equivalent to that which would cause airfoil failure.

Single-tang dovetails similar to those used on the M-1 pump are recommended if
mechanically attached blades are utilized. A steady-state and vibratory-load condition at the
dovetail corresponding to a stress state in the airfoil that would cause airfoil failure should
be used in sizing the dovetail, This stress condition is shown on figure 16 and is the same as
that determined by the practice defined in section 3.3.1.2.3.

The method used to retain the blade axially in the dovetail slot should provide positive
retention of the blade under all probable load conditions. If shear pins are used,
considerable safefy margin must be applied, because it is difficult to ensure that the load
will be reacted in pure shear.

3.3.2.2.2 Vibratory Stress

The predicted stress state in the attachment shall be less than the allowable
alternating stress.

The predicted steady-state and vibratory stresses should be compared with material property

data as defined by modified Goodman diagrams. Modified Goodman diagrams should be
rd
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constructed with adequate safety factors applied to yield strength, ultimate strength, and
endurance Bmit i recommended that the disgram be constructed in accordance with the
practice defined insection 3.3,1.2.3,

i recommended that the muaximum stress in the neck section of the dovetail be
determined by methods based on the photoelastic test results {ref. 76). The vibratory stress
magenitude should include an appropriate stress-concentration factor {ref. 48). Generous
fillets should be used.

3.3.3 Rotor

3.3.3.1 CONFIGURATION

The basic rotor configuration {one-picee or builtup) shall reflect an acceprable
compromise of weight, size, eritical speed, cost, and assembly considerations.

A recommendation for a basic configuration that would be optimum for all applications
cannot properly be made. Both builtup and one-picce configurations should be examined
during the turbopump conceptual or preliminary design phase and a suitable choice made
after evaluation of assembly methods, weight, and cost. Size permitting. a one-picce rotor
machined from a single forging is preferred. because this construction precludes (1) disk
interface. tic bolt, and bearing journal misalisnment problems that may be associated with a
builtup concpet. and (23 weldment-quality problems that may be associated with 2
one-picce welded configuration.

3.3.3.2 MECHANICAL DESIGN

Desien criteria and recommended practices for mechanical design of the rotor are presented
in reference 6

3.3.4 Axial Thrust Balance System

3.3.4.1 TYPESOF SYSTEMS
The thrast-balanece system shall preclude exeessive thrust loads on the bearing

It s recommended that a self-compensating thrust-halance system be used. The choice of
system type (eg. so-called serics-flow or double-acting) depends on the particular



turbopump design. Each type should be examined during the conceptual or preliminary
design phase of the turbopump to determine compromises in terms of recirculating-flow
requirements {pump performance penalty), net thrust load magnitude and direction over the
pump operating range, and potential instability.

3.3.4.2 MECHANICAL DESIGN

3.3.4.2.1 Design Basis

The design of the thrust-balance system shall be based on the net axial thrust of
the pump and turbine over the total steady-state and transient operating range of
the turbopump.

In view of the uncertainties involved in accurately predicting pump and turbine axial thrust
both at design point and over the turbopump operating range, it is recommended that
balance pistons be designed with excess load capability and with provision in the system fo
permit trimming during the turbopump development program. During the initial phase of
the start transieni, where it is normally not possible to counteract thrust with a thrust
balance system, the axial load should be reacted by thrust bearings.

3.3.4.2.2 Structural Strength

The mechanical design of the thrust-balance piston shall be based on the
combined effects of centrifugal, differential pressure, and differential thermal
loads. )

it is recommended that the stress due to centrifugal load be defermined at a mechanical
design speed that is at least 10 percent above the nominal design speed of the turbopump.
This stress should be combined with the stress due to maximum differential pressure across
the piston and the stress caused by differential thermal contraction at the piston/shaft

interface.

3.3.4.2.2.1 Balance Piston Deflection

Axial deflection at the outer diameter of the balance piston due to pressure
differential shall not adversely affect the flow system.

it is recommended that the piston be sized so that outer diameter axial deflection is less
than 10 percent of the total axial piston travel.
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3.3.4.2.3 Balance Piston/Pump Shaft Contact

Contact af the balanee piston and pump shatft intecface shall be positive under all
aperdting vasnditians

Recommended practices are presented in reference 6.

3.3.4.2.4 Balance Piston/Stationary Orifice Contact

The balanee piston and stationary orifice shall not make contact at any operating
condition

It is recommended that stops be incorporated in the bearing package to avoid balance piston
rubbing during the turbopump start transient. Reference 3 presents recommended practices.

As a precaution, the stationary orifices should be fabricated from a muterial that will not
shatter on impact or gall with the mating rotating surfaces (see. 351

3.34.3 SYSTEM STABILITY

3.3.4.3.1 Range of Stable Operation
The thrast-balmee system shall be stable over the turbopump operating range

Dynamic analysis should be conducted to establish a thrust-balance-system configuration
that will be stable Tor all turbopump operating conditions. Methods of dynamic analysis are
given in references 52, 54, and 55, From these references, it can generally be concluded that
for Hquid-hydrogen systems increased stahility s achivved by

& Operating at hish pressures {incrensed bulk modulusy

# Invreasing cavity arca

# Deoreassing cavity volume

® Increasing total pressure drop,

3.34.32 Two-Phase Flow

Fhre thrist.babosee syston shall not be subject 1o fwo-pluae fhae,
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it is recommended that the thrust-balance-system return flow be introduced into the
pumping system at a point where the pressure level is greater than the vapor pressure of the
recirculating fluid. Conditions within the thrust balance system should be examined and the
local static pressure of the fluid kept above fluid vapor pressure at all points within the flow
circuit,

3.4 PUMP STATOR ASSEMBLY
3.4.1 Vanes

3.4.1.1 PROFILE TYPES

Design criteria and recommended practices for vane prefﬂe types are the same as for blade
profile types (section 3.3.1.1}.

3.4.1.2 MECHANICAL DESIGN

With the exception of centrifugal-ioad effects, the design criteria and recommended
practices for vane mechanical design are the same as for blades (section 3.3.1.2).

3.4.1.3 PROFILE TOLERANCES, SURFACE FINISH, AND FILLET RADII

Design criteria and recommended practices for vane profile tolerances, surface finish, and
fillet radii are the same as for blades (section 3.3.1.3).

3.4.2 Vane Attachment

3.4.2.1 METHODS

The vane attachment method shall reflect an acceptable compromise of weight,
manufacturing, and assembly considerations.

As is the case with the blades, an appropriate method for attaching the vanes depends on the
particular pump being designed, and a single practice cannot be recommended. The
configuration study made in selecting a suitable method should include evaluation of
weight, assembly difficulty, and cost. The use of individual vanes will in general require a
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stator housing with a greater envelope dismeter than that required for vanes machined
inteerally on sepmented rings or cylinders. Thus, from a weipht standpoint, the latter
method is preferable. Individual vanes should be considered when large production lots are
required.

34.2.2 MECHANICAL DESIGN

3.4.2.2.1 Structural Strength

The vane attachment shall withstand loading equivalent o that which would
cattse airfoil failure

A steady-state and vibratory load condition at the attachment corresponding to a stress state
in the airfoil that would cause airfoil failure should be used in sizing the attachment. With
the exception of centrifugal load considerations, this condition is the same as that shown on
figure 16,

34222 Vibratory Stresses

The predicted stress state in the vane attachment shall be below the allowable
alternating stress,

The predicted attachment steady-state and vibratory stress should be compared with
material property data as defined by modificd Goodmun disgrams. Modificd Goodman
dizgrams should be constructed with adequate safety factors applicd to yicld strength,
ultimate strength, and endurance limit, 1t is recommended that the disgram be constructed
in accordance with the practice defined in section 3.3.1.2.3.

Vane attachments with lug-type projections should be examined to determine if a stress
concentration should be applied to the projection fillet steady-state stress similar to that
used in a blade dovetail design process (sec. 3.3.2.2.2). The vibratory stress magnitude
should include an appropriate stress-concentration fuctor {ref. 48). A generous fillet from
the projection 1o the vane plutforns should be used.

3.4.2.2.3 Load Transmittal
The method used 1o pansmit stator assembly circumferential and axial loads to

the housing shall provide positive load  transmittal under all probable load
canditions
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Keys acting in shear have been successfully utilized to transmit stator torque loads on all
state-of-the-art configurations and are therefore recommended. With regard to axial load,
the stator assembly should be designed to be captive in the pump housing assembly.
Differential thermal contraction of the housing and stator assembly in the axial direction
should be matched to the extent that excessive looseness {(or conversely excessive stress) is
avoided.

3.4.3 Stator and Volute Housings

3.4.3.1 HOUSING TYPES

The statorfvolute housing design shall reflect an acceptable compromise of
hydrodynamic, stress and deflection, weight, and fabrication considerations.

Reference 1 should be consulted for a detailed state-of-the-art discussion along with design
criteria and recommended practice for the volute portion of stator/volute housings. For
axial pumps, a recommended basic housing configuration that would be optimum for all
applications cannot properly be made. During the conceptual or preliminary design phase,
hydrodynamic load, stress and deflection, weight, and fabrication (cost) considerations
should be examined in arriving at a suitable configuration.

A “folded” volute (fig. 29) is preferred from both a weight and hydrodynamic standpoint.
To avoid excessive losses, the flow from the last axial stage radially into the volute proper
should be gradual. Diffuser vanes in the flow passage are recommended; these vanes guide
and diffuse the flow and tie the volute walls together structurally. Welded structures should
be selected if weight is a predominant consideration, and cast structures if fabrication lead
time and cost are predominant. As noted, however, the lead time and cost advantages of
castings have not always been achieved in practice. Thus, the fabrication methods should be
carefully considered. With either welded or cast structures, if the total pump assembly
concept permits, it is recommended that the stator/volute housing be an integral unit.

3.4.3.2 HYDRODYNAMIC DESIGN

Design criteria and recommended practices are presented in reference 1.

3.4.3.3 MECHANICAL DESIGN

Design criteria and recommended practices are presented in reference 1.
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3.4.4 Bearing Housings

3441 TYPES

The bearing housing shall satisfy radial stiffuess requirements imposed by
turbopump  rodor system critical speed  considerations and - avial  stiffuess
requircnments imposed by the thrast balanee system,

Radiad and axial stiffness requirements of the bearing housings will be established during the
conceplual or preliminary desipn phase of the turbopump assembly. The bearing housings
themselves should be rigid structures with high spring constants. Low values for radial
stiffness, if required from o criticalsspeed stundpoint, should be achieved locally in a
specially designed bearing carrier with stops provided to limit radial movement (ref. 10).
The same principal should be used #f o specificd axial spring rate is desired, H, for example,
preloaded ball bearings are used, the preload should be achiceved by spring loading with axial
stops provided in the housing. Rotor axial movement bevond the stop position should be
reacted by s housing with hich axial spring constant 1o preciude contact with the balunce
piston orifice {ref. 31

3442 MECHANICAL DESIGN

3.4.4.2.1 Structural Strength

The mochunical desivn of the bearing housing shall be based on the combined
cffvers of pressure loading, inrernal loading, external loading, and  thermal
gradicats

Internal and externad loads to which the bearing housing will be subjected will be portindly
dependent on the specific turbopump desipn, It & recommended that internal pressure
(common to all desiensy be assumed to be equal 1o 1.2 times the maximum pressure as
determined fram the hydradynumic analvsis. Rotor loads feommon to all designs) should be
determined in accordance with the eriteria and practices defined in reference 6. External
foads gt the flanpes can be caused by hine instaliution misaliznment, line pressure,
differentind thermal contractions, and inertia forces of attached components{sec. 3451 1t
may abo be necessary 1o consider turbopump mount reaction loads {dependent on
turhopump assembly mount points), Turbine-end bearing housings that separale cryogenic
propellant from g hot-gas turbine must be designed to withstand the stresses and deflections
due 1o therma! gradients



3.4.4.2.2 Clearances and Tolerances

The bearing housing design shall preclude rubbing of rotating and stationary
turbopump components.

The pump housing assembly (i.e., the front and rear bearing housings, volute, and stator
housing) must be examined as a unit in establishing the probable rotor and stator axial and
radial clearance. As a part of this assembly, the bearing housings contribute strongly to rotor
and stator alignment. Interference joints with mating housings should be dimensioned with
diametral tolerances and concentricities suitable to achieve the desired “built-up” rotor and
stator clearances. Absolute magnitudes will be dependent on the particular design. Axial
dimensional tolerances should be controlled to the extent that the desired axial clearance
can conveniently be achieved during pump assembly by shimming.

The radial deflection analysis should consider the rotor movement due to radial load on the
rotor (high bearing-housing spring rate is desired to limit radial deflection). The

bearing-housing structure at turbopump mount points should be sufficiently rigid to limit
local deflection to magnitudes below those that would cause rubbing.

3.4.4.2.3 Safety Factors

Adequate safety factors shall protect the bearing housing against ultimate and
yield failure.
It is recommended that safety factors of 1.5 on ultimate strength and 1.1 on 0.2 percent
yield be utilized. The complexity of the specific design will dictate the method to be used in
the stress and deflection analysis. Finite-element methods are recommended for analysis of
complex-shape, thick-shell structures. If webs are used in the structure, web
thickness-to-fillet radius ratios of 1.0 or greater are recommended.

Verify the stress and deflection analysis by structural testing of bearing housings as a
component or as part of the total turbopump housing assembly.

3.4.5 Housing Interfaces and Static Sealing
3.45.1 INTERFACE AND SEAL TYPES

3.4.5.1.1 Alignment

The housing-to-housing interfaces and seals shall provide for and maintain radial
and axial alignment of the rotor relative to the turbopump housing assembly.
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It is recommended that interference-fit pilot diameters be used on housing-to-housing joints
and that some depree of interface fit be maintained under all interface environmental
conditions. Note that the recommended practice here does not apply to those interfuces
where an extreme temperature differential may exist {e.g.. between the pump housing and
turhine manifoldy

3.45.1.2 Leakage

The howsing-ro-housing interface and scal shall reliably prevent propellant leakage
throughout the turbopump operating range.

Availuble seal types should be examined during the conceptual or preliminary design phase
of the turbopump and a suitable scal type selected. A seal type that has demonstrated
reliable sealing in previous applications with the sume fluid should be utilived wherever
possible. Reference 39 provides desipn guidance on seals

3.45.2 MECHANICAL DESIGN

3.4.5.2.1 Structural Strength

Structural continuity shall exist in gl housing-ro-housing interface  joines
throughout the turbopump operating range.

The interface joint should be preloaded such that the joint remains tight under all operating
conditions. The interface should be examined for symmetric and asymmetric loads at the
assembly conditions. the pump steady-state operating conditions, and transient-temperature
conditions. In determining the required bolt preload, the elastic stiffness of the parts making
up the joint assembly should be calculuted for cach of the environmental conditions and a
spring model used in determining loads and stresses.

3.4.5.2.2 Bolt Preload

The method for preloading the bolt ar assembly shall reliahly induce the preload
without exceeding alloowable stresves,

In critical joints, it is recommended that bolt clongation or other positive preload indicators
be used. In those joints where torque measurement is specified. the maximum permissible
assembly torque and the minimum probable coefficient of friction should be employed in
determining maximum stress. The minimum permissible assembly torque and the maximum
probuble cocfficient of friction should be used in determining minimum joint preload.
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3.4.5.2.3 Safety Factors

Design safety factors shall ensure that the joint will not fail in either ultimate or
yield.

Since the joint design is based on the elastic stiffness of the components making up the
assembly, it is important fo stay within the linear range of the stress-strain diagram. Safety
factors of 1.5 on ultimate strength and 1.1 on 0.2 percent yield generally are recommended.
However, these safety factors should be examined for each design to ensure that the
allowable stresses are within the linear range. The “‘effective” stress of the bolt should be
used in comparing bolt design stress to material property data. The Mises-Hencky theory of
failure {ref. 71} is recommended.

3.5 MATERIALS

Criteria and recommended practices given here are applicable to axial-flow pumps for use
with liguid-hydrogen propeliant.

3.5.1 Property Data

Selection of materials for components in liguid-hydrogen axial-flow pumps shall
be based on guaranteed minimum properties or typical property data adjusted to
reflect probable minumum property values.

Typical property data at liquid-hydrogen temperature for various materials are given in
references such as 61 through 66. Recommended materials that have been utilized
successfully in liquid-hydrogen axial pumps are noted in Table IV. Data for these materials
are given principally in references 62, 63, 64, and 66 and include the appropriate heat
treatment for the heat-treatable alloys.

3.5.2 Ductility

Materials shall possess adequate ductility at liquid-hydrogen temperatures.
It is recommended that materials with an elongation of at least 4 percent in four diameters

at Hgquid-hydrogen temperature be utilized for components that may be subject to local
yielding under steady load conditions.
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3.5.3 Impact Strength

Materiah for components that may be subject 1o impact loading shall possess
advguate impact strength at liquid-hydrogen temperature.

It impact loading is antivipated, it is recommended that the materialy possess an impact
streneth (Charpy Vonoteh) of at least 12 1EIbf (or equivalent) at liquid-hydrogen
temperature,

In particular, materialy for thrust-balancesystem components that may be subject to
rubbing should not shatter on impact or gall with mating surfaces. The following material
combinations  have  demonstrated  nonshattering and  antigalling  characteristics in
liquid-hvdropen  thrust-balance-systems  and  hydrostatic - bearings and - are therefore
recommended

Rotating Component Stationary Component
K-Aaoned Leaded bronze
Inconel 718 (tunesten-carbide platedy Peaded bronze (ref. 77
Titminm (1A TTO-AT-HED Leaded bronze

3.5.4 Endurance Limit

Materials for components subject 1o combined steady-state and appreciable
vibratory smress shall possesy adequate enduranee linit,

I xperimental data defining the endurance limit at liquid-hydrogen temperature have been
obtained only on a few selected alloys. If endurance-limit data are not available for the alloy
selected. it may be necessany to assume an endurance ratio in the preliminary design phase
of the turhopump. However, the significance of the endurance-limit magnitude in the design
of blades or vanes, for example, clearly indicates that final designs should be based on
experimental data with specimens that reflect manufacturing processes and surface finishes
comparahle to those of the production component.
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Conversion of U.S. Customary Units to 81 Units
U.S. customary Conversion

Physical quantity unit SI unit factor®
Angle deg rad 1.745x1072
Flowrate ‘ gpm m? fsec 6.309x1073
Force bf N 4448
Headrise fit m 3.048x107!

ftlbf/lbm Jikg 2.989
Impact energy ft-ibf 3 1356
Length ft m 3.048x107

in. cm 2.54
foad Ibf N 4448
Mass lbm kg 4.536x107*
NPSH ft m 3.048x107"

ftIbf/ibm Ikg 2.989
Pressure psi (Ibffin.2) N/cm? 6.895x1071

psf(Ibf/ft?) N/m? 4.788x10*
Rotational speed pm radfsec 1.047x1071
Stress psi (Ibffin.?) N/cm? 6.895x1071
Surface finish pin. um 2.54x1072

o 5 O
Temperature F K K= 9 (F+45967
Volume ft? m’ 2.832x1072

gal m? 3.785x107°

3Except for temperature, where the conversion is made as shown, multiply value given in U.S. customary unit by
conversion factor to obtain equivalent value in SI unit. For a complete listing of conversion factors for basic physical
quantities, see Mechtly, E. A.: The International System of Units. Physical Constants and Conversion Factors. Second
Revision, NASA SP-7012, 1973.
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Term

allowable load (or stress)

aspect ratio
balance drum
(balancing drum)
base fixity

blockage

blockage factor

cavitation

chord length

creep

critical speed

cryogenic

APPENDIX B
GLOSSARY

Definition

the load that, if exceeded in the slightest, produces failure of the pump
structural element urider consideration. Failure may be defined as
buckling, yielding, ultimate, or fatigue failure, whichever condition
prevents the component from performing its intended function.
Allowable load is sometimes referred to as criterion icad or stress;
allowable stress is equivalent to material strength.

ratio of blade height (or length) to chord length

special balancing device used to balance axial thrust in multi-stage
pumps; it can be used in combination with an automatic balancing disk
or alone {seldom)

index of the relative tightness in the mounting of the blade in the rotor
or the vane in the vane support

decrease in effective flow area due to the boundary layer on the blades
and end wall

the fraction or percentage by which design flow area is increased to
account for blockage; conversely, the ratio of flow area corrected for
blockage to design flow area

formation of vapor bubbles in a flowing liguid whenever the static
pressure becomes less than the fluid vapor pressure

linear distance between the end points of the blade-profile leading and
trailing edges as measured on the chord line (a line joining the points of
intersection of the blade profile leading edge and trailing edge with the
mean camber line)

permanent deformation of material caused by a tensile load that is less
than the load necessary to yield the material; some time is required to

obtain creep

shaft rotational speed at which a natural frequency of a rotor/stator
system coincides with a possible forcing frequency

fluids or conditions at low temperatures, usually at or below —238°F
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Term Definition

curyic coupling trade name of the Gleason Works for a face-gear type of coupling
generated in a manner similar to that used for bevel gears

E<

design load (or pressure) product of the limit load (or pressurc) and the design safety fuctor

desipn stress the stress, in any structural element, that resulis from the application of
the desien load or combination of design nads, whichever condition
results in the highest stress

deviation angle angle between fluid outlet direction and the tangent to the blade mean
camber line at the trailing edge

D-factor an index of local diffusion on the blade suction surface:
(diffusion factor)
: w3 Awy,
®F), = 1 - — *
‘ Wy Zawy
Vi o AY,
OFy =t - ¢
end wall surface of the housing and rotor hub between adjacent blades
endurance limit maximum alternating stress at which a material presumably can endure
{fatipue Himit} an infinite pumber of cycles
forcedwvortex flow flow in which the fluid tangential velocity is forced to vary in a manner

other than inversely with radius

frecvortex flow flow in which the fluid axial velocity is constant from hub to tip while
the fluid tangential velocity varies inversely with radius

huhtip ratio ratio of rotor radius at blade hub o rotor radius at blade tip

hvdragen embritttement Joss of ductility in 2 metal as a result of the exposure of the metal to
newly formed gaseous hydrogen

impulse stape stage in which there is no change in static headrise across the rotor
incidence anple angle between fluid-inlet direction and tangent to blade mean camber

fine at Jeading edge

limit load (or pressure) maximum expected load (or pressure) that will occur in 3 structure
under the specified conditions of operation, with allowance for
statistical variation
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Term

Mach number

magnification factor

margin of safety (MS)

net positive suction head
(NPSH)

proof pressure

radial equilibrium

reaction

recovery moment

retardation factor

root

safety factor

solidity {blade)

stacking axis (or line)

Definition
ratio of the speed of fluid flow to the speed of sound in the fluid

ratio of the deflection produced by an alternating load to the deflection
produced by a steady load of the same magnitude

the fraction by which the allowable load or stress exceeds the design
load or stress

1
MS = —— 1
R
NPSH = total fluid pressure-— ﬂui{.i vapor pressure ‘
fluid density at inlet

design pressure multiplied by the proof-test safety factor (proof pressure
is the reference from which the pressure levels for acceptance testing
are established)

flow condition in an annular passage in which there is no radial velocity
component; i.e., the fluid pressure forces in the radial direction. are in
equilibrium with the centrifugat forces

the ratio of static headrise in the rotor to static headrise in the stage

bending caused by centrifugal force in a blade that is tilted from a
radial line

an index of blade-passage diffusion:

Wy V3
. (RF)S =
Wi Vs,

®RF), =

juncture of blade and rotor hub

an arbitrary multiplier (or divider) greater than 1 applied in design to
account for uncertainties in design, e.g., variations in material properties,
fabrication quality, and load distributions within the structure

ratio of blade chord length to blade spacing

imaginary line on which the centers of gravity of the profile sections are
stacked to form the blade or vane shape from hub to tip
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Term

stapeer angle

stall

stall marpin

thrust-halance flow

pniwist forces

virtual mass

yvolute

Symbol

b

BXN

EiC

Definition

the angle between the chord line and a reference direction that usually
is the axis normal ta the plane of the blade row

Joss of pumping capability as a result of flow separation on the suction
surface of the blades

margin between pump operation at the design-point flow cocfficient
and operation at the flow coefficient at which the pump will stall

flow through the thrust balance system that provides the {pressure X
area) force necessary to balance axial thrust

forces acting on a twisted blade that produce a torque tending 10
reduce the blade twist

mass of fluid near a vibrating blade that vibrates with the blade

spiral-shaped portion of the housing that collects the fluid from the last
stape of a pump

Definition
chord lenpth
designation for a family of airfoil shapes
diameter
specific diameter, D, = DII%/Q%
diffusion factor

index to bearing speed capability, the product of bearing bore size (D)
in mm and rotational speed (N) in rpm

exira low carhon {contont}
material strength
frequency

acceleration due o gravity

bmft
Ihfsec?

gravitational constant, 3217
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NPSH

OfF

SF
TIG

T73

Definition

headrise, H = H, — H, (stage)

fluid incidence angle

stress-concentration factor

margin of safety

pump rotational speed

specific speed, N = NQ¥%/H*

net positive suction head

ratio of mass flowrate of oxidizer to mass flowrate of fuel
volume flowrate

pressure

(1) reaction
(2) ratio of design load or stress to allowable load or stress

retardation factor

radius

blade tangential spacing

suction specific speed, S, = NQ* J(NPSH)*
safety factor

tungsten-inert-gas (welding method)

designation for a heat-treating and tempering process for aluminum
alioys

blade tangential velocity
fluid absolute velocity

fluid velocity relative to blade
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Symbaol
7

65 serics

ey

&

Eel

[

A

&

exit

Definition

cavitation hreakdown correlation purameter, Z = ¢ tan (B3 2
NACA desipnation for a family of airfoil shapes
stapper angle

fluid angle

deviution angle

efficiency

blade camber angle

hubto-tip radivs ratio, v =1, fry

frequency paramieter

{1ystresss{2ysolidity, 6 = /8

cavitation parameter, 7, = NPSH(u?/2¢.)
flow cocfficient, 6=V lu

head cocfficient, ¢ = ggi’aa?

iiiwﬁ - §§§{;§i
wlize, " ST Vg,

total-pressure-Joss coefficient: oy =

Sz;izsrégis

axisl

alternating
flexural
centrifupal forces
endurance
eguivalent

outlet
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ff

tu

ty

2
3
CRES

helium

Inconel 718

Subscripts

fluid

fluid forces
hub; hydraulic
ideal

liquid (fluid)
meridional; mean
rotor

stator

steady state

tip

torsional
tensile ultimate
tensile yield
tangential
vépor

rotor inlet

~ rotor outlet or stator inlet

stator outlet or second rotor inlet
Identification
corrosion-resistant steel

pressurant helium (He) per MIL-P-27407

“trade name of International Nickel Co. for nickel-base alloys (AMS

5597A)
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Material {dentification

K-Monel trade name of International Nickel Co. for a wrought, age-hardenable
alloy containing Ni, Cu, and Al

jeaded bronve copper alloy containing 7inc and lead

13, liquid hydrogen (H,), propellant grade per MIL.P-27201

10X liquid oxygen, propellant grade per MIL-P-25508

pohvurethane any of various thermoplastic polymers that contain NHCOO- linkages:
produced as fibers, coatings, flexible and rigid foams. elastomers, and
resing

Ti-AVI0-AT-FLI an extradowdnterstitial {FLIY grade of Ti3A12.5580 in which the

interstitinl elements O, N, and H and the substitutional element Fe are
controlled at lowerthannormal conteats; strength-to-density ratio,
notch toughness, and ductility remain at scceptable levels down 1o
- 423°F (LH, temperature)

300 Series series of austenitic stainless stecks
{e£.. 303 310,347

3041 extra-low carbon varicty of 304 austenitic steel; used in weldments for

{304 EIC) corrosive conditions where intergranular carbide precipitation must be
avoided

2024 wrought aluminum alloy with Cu as principal alloying element

7075 wroupht aluminum alloy with Zn as principal alloying element

ABBREVIATIONS

Organization Identification

AF Air Force

AlAA American Institute for Acronautics & Astronautics

ASME American Society of Mechanical Engineers

NAA North American Aviation, Inc.

NACA National Advisory Committee for Aeronautics {now NASA)
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Organization
NREC
PWA

WADC

Identification
Northern Research and Engineering Corporation
Pratt & Whitney Aircraft

Wright Air Development Center
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Advanced Compasite Structures, Decomber 1974

Guidance and Navigation for Entry Vehicles, Rovember 1908

Effects of Structural Flexibility on Spacecralt Control Systems, April
1969

Spacecraft Mapnetic Torques, Murch 1969
Spaceeraft Gravitational Torques, May 1969
Spacecraft Star Trackers, July 1970

Spacecraft Radintion Torques, Ooiober 1969

Entry Veohicle Contral, November 1969

Spacecraft Earth Horlron Sensors, Decomber 19469
Spacecraft Mass Expulion Torques, December {969

Effects of Structural Flexibility on Launch Vehicle Control Systoms,
Fehruarny 1970

Spacecraft Sun Sensors, June 1970
Spacecralt Aerodynamic Torques, January 1971

Spaceeraft Atfitude Control During Thrusting Mancovers, February
1971
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CHEMICAL PROPULSION

SP-8089
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SP-8109

SP-8052

SP-8110

SP-8081

SP-8048

SP-8121

Tubular Spacecraft Booms (Extendible, Reel Stored), February 1971

Spaceborne Digital Computer Systems, March 1971

fassive Gravity-Gradient Libration Dampers, February 1971
Spacecraft Solar Cell Arrays, May 1971

Spaceborne Electronic Imaging Systems, June 1971

Space Vehicle Displays Design Criteria, March 1972

Space Vehicle Gyroscope Sensor Applications, October 1972

Effects of Structural Flexibility on Entry Vehicle Control Systems,
June 1972

Space Vehicle Accelerometer Applications, December 1972

Liquid Rocket Engine Injectors, March 1976
Liquid Rocket Engine Fluid-Cooled Combustion Chambers, April 1972

Liquid Rocket Engine Self-Cooled Combustion Chambers, September
1977

Liquid Rocket Engine Combustion Stabilization Devices, November
1974

Liquid Rocket Engine Nozzles, July 1976

Turbopump Systems for Liquid Rocket Engines, August 1974

Liquid Rocket Engine Centrifugal Flow Turbopumps, December 1973
Liquid Rocket Engine Turbopump Inducers, May 1971

Liquid Rocket Engine Turbines, January 19?4

Liquid Propellant Gas Generators, March 1972

Liquid Rocket Engine Turbopump Bearings, March 1971

Liquid Rocket Engine Turbopump Rotating-Shaft Seals, February 1978
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Liquid Rocket Engine Turbopump Shafts and Couplings, September
1972

Liguid Rocket Engine Turbopump Gears, March 1974

Liguid Rocket Metal Tunks and Tank Components, May 1974
Liquid Rocket Valve Components, Aupist 1973

Liquid Rocket Valve Assemblies, Kovember 1973

Liquid Rocket Actuators and Operators, May 1973

Liguid Rocket Disconnects, Couplings, Fittings, Fixed Joints, and Seals,
September 1976

Liguid Rocker Lines, Bellows, Flexible Hoses, and Filters, April 1977
Pressurization Systems for Liguid Rockets, October 1975

Liquid Rucker Pressure Regulators, Relief YVulves, Check Valves, Burst
Pisks, and Explosive Valves, March 1973

Solid Propetlunt Selection and Characterization, June 1971

Solid Prapcllunt Pracessing Factors in Rocket Motor Desipn, October
1971

Sulid Propeilant Grain Desipn and Internal Ballistics, March 1972
Sudid Propeliant Gradn Structural Integrity Analysds, June 1973
Solid Racket Motor Performance Analvsis and Prediction, May 1971
Solid Rocket Motor Igniters, March 1971

Solid Rocket Motor Metal Cases, April 1970

Solid Rocket Motor Internad Insulution, Decomber 1976

Solid Rocker Motor Nozzles, June 1973

Solid Rocker Thrust Vector Contiol, Decomber 1974

Captive-Fired Testing of Solid Rocket Motors, Murch 1971




